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INTRODUCTION AND SUMMARY 


The NASA has been conducting a program to investigate the application of 
high energy lasers to spacecraft propulsion and power transmission. The Laser 
Technology section of the NASA-Lewls Research Center Is evaluating different 
types of lasers for these applications. The requirements for the laser system 
include multimegawatt p.ower, continuous long duration operation* lightweight, 
and high overall system efficiency. The conventional open-cycle high energy 
lasers being developed for ground and airborne applications have relatively short 
run duration, requirements, typically less than GO sec. For the long run dura- 
tion of the NASA missions (l.e. , in excess of 600 sec), even the most efficient 
of the open-c 5 'cle systems would require prohibitively large quantities of re- 
actants. 

The NASA, therefore, has been concentrating on closed-cycle devices 
that, while being heavier and larger than an open-cycle device, do not require 
resupply or large reactant, storage provisions. The NASA has been investi- 
gating electric discharge, chemical, and gas dynamic lasers in addition to some 
more advanced laser types. The study reported herein, conducted under a 
NASA contract, dealt with a closed-cycle gas dynamic laser. The objectives 
of the study were to establish the requirements of the major components of the 
closed-cycle GDL, define the critical components, and deflne-the. system. 

The effort consisted of the following three tasks; 

• The objectives of Task I were to (a) optimize a closed-cycle 
GDL system at 1, 5, and 10 Mw output power levels for space 
".nd airborne applications, (b) establish the design require- 
ments of each component in the closed-loop system, and (c) 
provide system design tables to be used in the Task II con- 
ceptual design phase. 

• Task II involved the conceptual design of the closed-cycle 
system and Individual components selected from Task 1. 

This effort Included preparation of Informal conceptual- 
layout drawings for the hot gas compressor, diffuser, heat 
exchangers, gas ducts, nozzle/cavity, mirrors, output 
windows, and a system composite layout. 

• In Task III, technology confirmation experimental demonstra- 
tions were recommended based on the technology requirements 
established for the closed-cycle GDL and its components. For 
each candidate technology demonstration, a program plan was 
outlined that included the type and size of demonstration test 
requirements, technology Impact, and estimated cost. 

Two different closed-cycle systems were evaluated in the study. One, 
called the baseline system, consisted of the device which includes the nozzle 
cavity and diffuser, a heat exchanger, and a compressor. Because of the 
high temperatures desired in the GDL cavity (alSOO'^K) for optimum performance, 
this baseline system requires a significant advancement in high temperature com- 
pressor technology. The second system employed a heat source between the 
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compi’osHor discharge and the GDL no/./Acs so that a low temperature, statir-of- 
tho-art compressor would be used. To Improve the effleleney of this cycle, a 
reeuperotor was Ineorporatcd between the compressor inlet and discharge to 
recover some of the heat that would normally be rejected from the cycle. 

The systems were optimized on the basis of 1990 technology for miniinimi 
compressor drive power, considering only the components that make up the 
closed loop. However, to compare the two cycles (i.c. , baseline vs recuperator 
cycles)^ parametric weight and volume estimates were made for the power and 
heat sources and the radiator. 

The recuperator cycle was found to be the most desirable for both the space 
and airborne applications. Installation layouts were prepared using the Space 
Shuttle cargo bay dimensions as an envelope for the space applications, and the 
C-5A cargo compartment dimensions for the airborne application. 

A technology demonstration program was planned, making extensive use 
of existing components to assemble a complete closed-cycle system., A detailed 
description of the program effort and its results are presented in the following 
sections by task. 

TASK 1 - PARAMETRIC CYCLE OPTIMIZATION 

Closed-Cycle GDL Description 


In a typical open-cycle CO 2 GDL (shown in figure 1 as solid lines), a high 
pressure, high temperature mixture of C02» N 2 , and II 2 O, produced by com- 
bustion of a fuel and oxidizer with the addition of N 2 , is expanded rapidly through 
small throat supersonic flow nozzles. This rapid expansion creates the popula- 
tion inversion necessary for lasing action. The laser energy is extracted from 
the supersonic flow in the optical cavity. The high velocity, low static pressure 
gas at the cavity exit is recompressed to atmospheric pressure by a diffuser 
and discharged to the atmosphere. 

In a closed-cycle GDL (shown in figure 1 as the broken lines), the gas 
(a mixture of C02» N 2 * and II 2 O) after leaving the diffuser is reconditioned and 
circulated back to the nozzle inlet instead of being discharged to the atmosphere. 

Since the gas at the diffuser exit is at approximately one-third of the nozzle inlet 
pressure, a compressor is needed to provide the necessary pressure rise. However, 
the energy added by the compressor is greater than the optical energy removed; 
therefore, a heat exchanger is required between the diffuser and the compressor 
to remove the excess heat. The required compressor drive power can be re- 
duced by lowering the compressor inlet temperature through increased heal re- 
jection. However, when this is done, heat must be added downstream of the com- 
pressor to raise the gas temperature to the level required at the nozzle entrance. 
While this approach reduces compressor horsepower, it results in a very large 
radiator to reject heat. The radiator size can be reduced significantly and the 
overall cycle efficiency improved by the use of a recuperator that exchanges heat 
from the diffuser exit to the compressor exit, thereby reducing the heat rejected 
to space and the heat input from the heat source. A comparison of the base and 
recuperator cycle schematics is shown in figure 2.. 
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Gas Dynamic Laser Schematic 




recuperator cycle 



Figure 2. Closed- Cycle Schematics 






These elosed-eyele ecmfiguralions ean be evaluated or eonipared using 
a Ihernioclynamic eyele efficiency and/or a last'r/power soui't-(' efficiency. 

The Iherniodynaiiiie cycle efficiency is defined as Hie laser output powei 
divided by the sum of the thermal Inputs to the laser eyele and to tlu> power 
system, which sup plies the compressor power. For the recuperator cycle this 

is: 
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cycle 


I IF 

^^hs ^ *( 


« where 


Placer " Laser output power 

Q, = Heat source rate 
^hs 

UP = Compressor horsepower 
c 

t)g = Compressor efficiency 
For the base cycle, is zero. 

The laser/power source efficiency is defined as the ratio of the laser output 
power to the compressor input power. 

P 

- laser 
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System Optimization Approach 

The optUnizatlon of the closed.-cyclc GDL system was performed to establish 
the thermodynamic requirements for the system < omponents. The technique usee 
to oerform this optimization consisted of parametiically characterizing the per- 
formance, weight, and volume of each system component. These component char- 
acterizations were combined in a system synthesis code, which evaluated each 
component and perfonned an energy, flow, and pressure balance lor the combmtH 
system to establish the cycle data for selecting the optimum design conditions. 
Minimum compressor drive power was the primary criterion used in the selection 
of an optimized cycle, with secondary consideration given to the system weighty 
and volume. A logic diagram of this optimization technique is shown in figure 

This optimization technique was used on the base and the recuperator cycles 
for the 1-Mw system for the space application. These same cycles were optimized 
for the airborne application by modifying the characterization oi the aflocted heat 
transfer components in the system model. The same system models were used 
for the evaluation of the higher power (3 and 10 Mw) systems, l or these higher 
power systems, the cavity parameters selected as independent variables were 
the cavity geometry, beam diameter, optical conllguration, and cavity pressure. 
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Th(> other aerothornuKlynmnic- cavity parameters previously optimized for the 
l-Mw system were relatively inclependcat of power level and were not changed 
for the performance evaluatlcn of the higher power systems. The results of the 
system optiml/ations were summarized In a design-table for caclusystem and 
were us(*d In the selection of systems for the conceptual design. 

A more detailed description of the component characterizations find 
component performance trades is presented In the following paragiuiphs, which 
individually address the selection of each major component. 


Component Selection and Characterization 


Cavity 


The laser cavity performance can be defined as a function of the following 
variables: 


Nozzle Stagnation P.iuxssure,. 

Nozzle Stagnation Temperature, T^ 

Gas Composition, X| 

Nozzle Area Ratio, ( 

Ream Diameter, Dj^ 

Optical Configuration 

The cavity performance (specific power = laser output power/cavity flowrate) 
was determined by using gas kinetic and power extraction models developed by 
FRDC and confirmed by experimental data. 

To facilitate the generation of a cavity performance map with the inter- 
action effects of all the above variables, a base point was selected about which 
the effect of second order variables, like-optical configuration, beam diameter, 
and gas composition, was established. After establisliment of these variables, 
a parametric set of data (maps) was generated as a function of stagnation pressure, 
nozzle area ratio, and stagnation temperature with cavity specific power as the 
dependent variable. 

Evaluations of various optical configurations and beam diameters were made 
at the base point conditions given in table I. 


Table I. Cavity Base Point 


Nozzle Area Ratio 
Nozzle Throat Height 
Stagnation Temperature 
Stagnation l»rcssure 
Gas (k)mpo8ltlon (N2/C02/ll2t^) 


30:1 

0, 152 mm 
1500°K 

17 atm (250 psia) 
91/08/01 nu)lc-f/ 


This base point was selected on the basis of previous studies that showed these 
conditions provided near optimum perfonuance for a similar application. Later 
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results Indicated this stdectlon of a base poin t was reasonalily closo-to the optimum 
point eventually establishod. 

Optical configurations were evaluated to establish the optimum configuration 
for generation of the parametric specific power mjyj. In unstable oscillator con- — 
figurations, some output power is coupled back through the cavity to maintain 
the lasing action. This is accomplished by cutting a hole in the oscillator output 
mirror (hole coupling mirror) and placing a small convex mirror (convex resonator 
mirror) in the hole to return a fraction of the power to the cavity. (See figure 4.) 
The laser output power and beam quality are affected by the size of the coupling 
hole. The parameter used to describe the size of this hole is the geometric 
coupling, which is defined as the ratio of the annulus area (output beam area 
minus hole area) to the total incident beam area. 



Definition of Geometric Coupiing: 





1 

Xi 

T 


do (Beam Diameter) 


GC 


Kip ■ . , 

7r/4 dg 
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Figure 4. Unstable Resonator Configuration 
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Sc*hcniuU(!8 (»f lht» opUtiuL configurations cvalualcd arc shown in figure! 5-, 
and tlu> results of the evaluation as a function of oscillator geometric coupling 
are shown In figure (i, A beam diameter of 11 cm (ciavdty width, 12. (i cm) anil 
a cavity length (in the optical direction) of 700 cm were used for this evaluation. 
This combination results in a power level of approximately 1-Mw. As figure (J 
shows, multiple optical passes (l!C)/:i or 2llO/:i)(l) ;u*e required to achieve a 
high value of cavity specific power. The multiple optical passes are required 
for two reasons; the small signal gain coefficient Is relatively low ijccause of 
the low no/,/,lc area ratio used in the closed-cycle system compared to the area 
ratio used in an open-cycle system, and the active extraction region (in the gas 
flow direction) is relatively long (40 cm), so that multiple passes of a small 
beam are required to sweep the active cavity length. A much larger beam 
diameter would reduce the number of passes required l)ut would yield lower 
performance due to low gain of the shorter optical cavity length* The geometric 
coupling of the oscillator, as shown in figure (>,. optimizes at the relatively 
high value of 0.90. This value provides high beam quality, which is desired. 

The 2UO/.‘l was selected as the closed-loop GDIi optical configuration 
because of its higher performance level. 

The performance of a ring resonator would fall between that of a single 
pass ItO and a UO/1 because of its optical length and beam position in the cavity. 
Since the TO/1 has very low performance, the ring resonator was eliminated from 
consideration in the generation of the cavity performance map. 

A beam diameter investigation was made to assess its effect on system 
performance. As shown in figure 7, beam diameter can be increased substantially 
before performance starts to decline. A 15-cm diameter beam was selected 
for developing the cavity extraction map. 

The effect of optical configuration on beam quality (defined as the ratio 
of far-field power within a given spot size to power out of the laser cavity) has 
been determined using typical results from the Systems Optical Quality (SOQ) 
code. The SOQ codes are a generalized, computationally efficient, three- 
dimensional wave optics analysis tool developed by P&WA under Air Force 
sponsorship. The code defines beam distortions due to the effects of (1) apertures, 
(2) mirrors (figure error, thermal loading, and/or misalignment),. (3) nonuftiform 
gain (small signal and loaded), (4) refractive index InhcMnogenelties (due to cavity 
flow, aerodynamic window, etc.), and (5) thermal blooming. 

Detailed determinations of typical beam quality for multiple-pass, co- 
annular, unstable oscillators of the type selected for this application are available 
from the above code. These results have been used to determine the approximate 
far-field performance, which can be expected for this closed-cycle GDI.. 


- unstable oscillator 

NL’O number of passes of the I’O through the cavity. 

The number following the slash (/) is the numlxjr of amplifier passes. 


xUO • number of-oicllletor peetei 
/e • number of empllfler peitme 


UO/l 






2UO/3 



2UO/1 



Figure rj. Optical Configuration Schematics 


24 


11 



Figure 6. Optical Configuration Investigation 
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A comparison of the power available In a-nondlmensional far-fleld radius 
n> for the ideal and actual vacuum propagation of a co-annular boam.wlth 0.9 
geometric coupling is presented in figure 8. 


where; 


R = Propagation range (m) 

X = Wavelength (m) 

D = Output beam diameter (m) 
r = Far-field spot radius (m) 
n..5= Nondimensional far*field radius 


II I TF-T"* 




NON-DIMENSIONAL-FAR-FIELD RADIUS , T] • rD/ (RX) 

Figure 8. Typical Unstable Resonator Far-Fleld Performance 
at High Geometric Coupling 



A plot of the far-flcld nondlmonsional Intensity distribution for the above 
beam Is shown In figure 9. A three-dimensional view of the normalized near- 
field intensity distribution for this beam Is shf)wn In figure 10. 

These? figures indicate that approximately 00"/: of the near-"ield powc'r is 
recoverable in a far— field spot ot 1 ll,\/Di 80^/ at 2 and 90*/ at 4 KA/1). 

The absolute level of near-ficld power does net significantly affect these results. 

The gas composition effect was evaluated by perturbations singularly about 
the base point, since this ptirameter has a weal^er effect and its Interaction with 
other parameters Is minor. The variation in cavity performance with CO 2 
and II 2 O concentrations Is shown In figure 11. These data Indicate that the base 
: point selection Is near the optimum gas dynamic/nozzle conditions. 



Figure 9. Typical Unstable Resonator Far-Fleld Intensity 
Distribution at High Geometric Coupling 
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Extraction analyses were made at different gas dynamic/nozizle conditions 
using the 2UO/;i optical configuration, 15-cm beam, and base composition. A 
full parametric evaluation of stagnation pressure (Pc), stagnation temperature 
' (Tc), and nozzle area ratio (f) over the following ranges was completed. 

; Pj, = 0.34 to .1.4 MN/m^ (50 to 500 psia) J 

T = 1100 to IfiOO-’K 
[ c 

( - 10 to 40 

r 

The results are shown In figures 12 and 13 in the form of cavity specific 
power vs Pc for various area ratios at temperatures of 1600, 1500, 1300, and 
llOO^K, respectively. From these figures. It may be observed that the maximum 
specific power for low area ratio systems occurs at lower stagnation pressures. 

Also, the specific power advantage of high t and Pc combinations decreases as 
cavity stagnation temperature is reduced. 

Additional parameters required for the cavity characterization are the 
cavity pressure recovery and cavity exit Mach number. The diffuser per- 
formance is a function of the cavity exit Mach number and total pressures, which 
are obtained from the gas kinetics code and are presented as a function of nozzle 
area ratio in figure 14. The substantial total pressure loss in the cavity occurs 
because of the energy addition from the frozen vibrational levels to the supersonic 
flow field. In addition, there is a significant total pressure loss because of the i 

boundary layer in the small grid nozzles, l 

i 

Diffuser i 

The compressor power required to recompress the gas to the nozzle | 

stagnation condition in the closed-loop GDL is a direct function of the total pres- 
sure recovery of the supersonic flow diffuser. Therefore, to increase the cycle 
thermal efficiency, it is necessary to obtain the best diffuser performance possible. , 

Maximum diffuser performance is obtained by compressing the supersonic 
flow in a converging passage through a series of weak oblique shocks until as 
low a supersonic Mach number as possible is achieved. Then the flow is further 
compressed through a series of bifurcated normal shocks in the throat section 

until subsonic flow is achieved. The subsonic flow is diffused in a diverging ' 

passage until a Mach number of approximately 0. 2 to 0. 3 is reached. Low | 

supersonic Mach numbers from an initially high Mach number (4 to 5 in GDL 
systems) can be achieved with an area reduction of approximately 4 to 6 from 
the entrance to the throat. 

Vhe major factor limiting diffuser performance is the behavior of the 
boundary layer flow. Because of the grid nozzle arrays and the high aspect 

ratio laser cavity (width/height), boundary layer is a significant portion of the i 

flow stream. The boundary layer is a region of relatively low kinetic energy 
and, consequently, is detrimental to high diffuser pressure recovery. Therefore, 
boundary layer control devices, such as wall suction or injection, arc required to 
remove or energize the low energy flow. 
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The Ikjclng Company, in their closocl-cyelc GDL Experimental Program 
(Hof.. 1), demonstrated that diffusers with boundary layer bleed ean be developed 
to give aeceptable recovery performance for closed-loop ^plication. Their 
tests were conducted With a nozzle array and cavity upstream of the diffuser. 

The results of the Hoeing study are presented In figure 15 for the nozzlc/cavlty/ 
diffuser comblnation< along with an estimate for the diffuser alone at 5. 
boundary layer bleed. JPL also has tested this type of diffuser with freestream 
capture of the supersonic flow. Their results are also presented In figure 15. 

The heavy broken lines are tlie results of correlating these data Into a best fit 
for 0, 0, and 2Q9( bleed flows with a projection for a 10% increase In performance 
with additional development. 


l.O _ 



JPL-337,, Bleed Flow 
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Figure If). Diffuser Pressure Hccov^ery 
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AUhoufj[h (liffusor wall blood Is an offoctlvo inoUuul to mluoo boundary layer 
l)ulldup and signifleantly onlmnco dllfiisor porformanoo, lliis sobonie would roqulro 
an nd('Uional ooiuprossor and boat oxohangor to rocondition tlio lileod flow l)oforc 
it Is roturnod to tho main loop. Kxtonslve model testing on low contraction ratio 
diffusers at I’TRC and hot How CIDL cavities at 1-'1U)C has shown that cndw.'ill 
and sidewall injection is an ecjually effective method to energize the boundary layer 
and improve the diffuser performance. An advantage of the injection method Is 
that the working fluid may be at the same lomperature and pressure as the Quid 
supplied to tho nozzle array. This reduces tho system complexity by eliminating 
tl)c need for additional compressors and heat exchangers. The resulting design _ 
is simple and within the present state-of-the-art. 

The performance capabilities for diffusers with injection flow were assumed 
equal to that achieved for systems witii l)lecd flow. As discussed in the previous 
paragraph, this assumption is consistent with hot flow experiments on GDL cavities 
operating at lower recovery factors; however, this assumption should be experi- 
mentally substantiated during the diffuser development program recommended in 
the technology confirmation section, if the experimental data indicate unacceptable 
performance is attained- with bounciary layer injection, then the system can be 
modified to use boundary layer bleed with the associated added system complexity . 
The performance levels of diffuser systems with boundary layer bleed arc shown in 
figure 15. The performance level estimated for the injection system has been 
replottcd as a function of injection flow and Mach number and is shown in fig- 
ure 1(5. 

Although high contraction ratio diffusers result in good steady-state per- 
formance levels, the high contraction ratio makes it difficult for the diffuser 
to "swallow” the starting normal shock. Therefore, some type of variable area 
system is reciuired to allow starting and provide the efficient transition to steady- 
state operation, 

A movable centerbody is one metliod of area modulation, but this type of 
device has severe problems associatcci with cooling and actuation. 

Another method of area modulation is by use of movable sidewalls along 
the full length of the diffuser. However, this eoncept requires extensive use of 
actuators and efficient sealing devices, which result in complexity and weight 
penalties. 

The most attractive method of diffuser area modulation is by means of 
a bypass l)leed door located upstream of tho diffuser lliroat. During the starting 
sequence, most of tho cavity tlow is diverted around the diffuser to ensure that 
the sliock is "swallowed" and stalillized in the throat section. Tiic bypass flow 
eventually reenters the system in the subsonic section of the diffuser through 
another movable door. 

The diffuser configuration selected was a conventional design as shown 
ir. figure 17 with provisions for start bypass. 
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TYPICAL design 


INLET MACH NUMBER 

3. - 5. 

EXIT MACH NUMBER 

0.2 - 0.3 

CONTRACTION RATIO 

4. - 5. 

NONDIMENS lONAL LENGTH,. L/H 

8.- - 10. 

INJECTION FLOW 7. 

5-15 - 


Figure 17. Closed-Cycle Diffuser Design 


Compressor 

The base cycle requires a compressor discharge temperature of 1500 to 
1600°K for optimum laser performance. The operation of a compressor in this 
environment can be accomplished by using either advanced ceramic materials, 
or advanced turbine alloys with efficient gas cooling. The cooling concept 
would be similar to that of present air-cooled turbine designs. However^ because 
of the injection of the coolant flow into the main gas stream, compressor efficiency 
is reduced, as shown in figure 18. This performance penalty results in an increase 
in compressor horsepower, as shown in figure 19. Based on the performance 
penalties and possible development risks associated with the cooled compressor, 
an all-ceramic compressor was selected for characterization for the base cycle. 
Several ceramic materials are being developed that could meet the requirements 
for the high temperature compressor, including hot-pressed silicon carbide, 
sintered silicon carbide, hot-pressed silicon nitride, aluminum nitride, sialon, 
and Refel. For the compressor study it was assumed that by the year 1990, 
ceramic technology would have achieved tensile strength capabilities of 27G MN/m^ 
(40,000 psl) at 1G00°K (2420° F). This stress level was used as the maximum allow- 
able in the compressor rotor. 


24 


UNCOOIED 




Compressor Efficiency Trades 
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Figure 19, Effect of Compressor Cooling on Optimum 
Laser Loop Performance as a Function 
of Cavity Temperature 
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A preliminary design sizing was made for both axial and eontrlfugal com- 
pressors to provide a basis for selection- of compressor type. Two flowrates 
were considered t^onc at the minimum and onc..at the maximum limits of the study 
corresponding to the 1- and 10-Mw systems. An Intermediate pressure ratio 
was used. The results are -shown In table 11. 


Table II. Compressor Configuration Comparison 



Axial 

Compressor Type 

Centrifugal 


Corrected Flow, kg/s sec) 

Pressure llatio, P 3 /P 2 
Compressor Diameter, cm (in.) 
Adiabatic Efficiency, 9c 
Rotor Speed, rad/sec (rpm) 

1C (35) 

2.6 

41 (16) 

84 

1,570.8 (15,000) 

79 (175) 

2.G 

91 (3G) 

84.5 

701. G (G,700) 

16 (35) 

2.6 

132 (52) 

82 

2,094.4 (20,000) 

79 (175) 

2.6 

297 (117) 

82.5 

935.1 (8,930) 


This preliminary analysis Indicated that the axial compressor has performance 
gnH size advantages at both flowrates; therefore, this type of compressor was 
selected. 

The axial compressor was characterized for pressure ratios of 2..0, 2.75, 
and 3.5, which cover the range of anticipated pressure ratios for the base cycle. 
These characteristics are summarized In table III; plan views of the compressors 
are shown in figures 20 through 22. From these data, compressor weight, size, 
and efficiency were correlated as a function of fluid work requirements (figures 23 
and 24) for the 1-Mw system. The total compressor weight was established as 
30^ greater than the sum of the calculated rotor and stator weights to account 
for bearings, cases, etc. Compressor scaling techniques, developed from 
extensive gas turbine investigations, were used to extrapolate these data to 
other flowrates. 


Table III. Axial Compressor Parameters 


Pressure Ratio 

2.0 

2.75 

3.5 

Corrected Flow, kg/s (lbjy,/sec) 

16 (35) 

IG (35) 

16 (35) 

Number of Stages 

3 

5 

6 

Adiabatic Efficiency, 9 

85.2 

84.3 

63.3 

Rotor Speed, rad/sec (rpm) 

2,458.8 (23,480) 

2,529.2 (24,152) 

2,008.3 (25, -180) 

Disk Maximum Stress, MN/m^ (psi) 
Rotor and Stator Weight, kg (Utih) 

276 (40,000) 

276 (40,000) 

270 (40, 000) 

32 (71.2) 

52 (.113,7) 

02 (130) 


Although the compressor for the recuperator cycle operates at temperatures 
that do not require advanced materials or cooling, a separate coivpressor char- 
acterization was not generated for the recuperator cycle because the compressor 
weight and volume are relatively small compared to the total laser loop-weight 
and volume. 

Ducts 


A preliminary estimate was made of the duct lengths as a function of the 
manifold, cavity, and diffuser geometry for the base and recuperator cycles. 

The pressure drops were characterized as a function of Mach numlx r and friction 
factor, which is a function of Reynolds number. Weights were based on an un- 
cooled superalloy density of 0.0083 kg/cnvl (0.3 Ibm/irii*) with an allowable stress 
of 35 MN/m2 (5000 psi). 
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Heat Kxchangoi’8 

Tho base cyctlc Hyslcm has only one boat exchanger which Is rociulrcd to 
reject the excess heat supplied by the compressor. This heat rejocUon occurs at 
a relatively high temperature, and for a space system the simplest heat rejection 
method is by direct radiation from the gas to tho space environment. An 'nter- 
medlatc liquid loop system reduces weight for the recuperator cycle, with its 
much lower rejection temperature. — 

Three types of geometry were initially evaluated for the gas ducting in the 
space radiator? 


1, Tubes 

2, Tubes with fins 

3, Flat duct with web strengthwiers.. 


Pressure ratio 

P2/P1 

Corrected flow 

w/0 / 8 

Rotor speed 

N 

Tip speed 

Utip 

Temperature inlet 

Tl 

Temperature exit 

T2 

Pressure inlet 

Pi. 

Pressure exit 

P2 


2.0 

ND 

2.0 

ND 

35 

Ibm'sec 

15.9 

Kg/s 

23,480 

RPM 

2459 

Rad/s 

1602 

ft /sec 

488 

ffl/s 

1800 

°R 

1000 

Or 

2166 

Or 

1203 


75 

psi 

0.517 

MNm^ 

o 

150 

psi 

1.035 

MN/m-^ 


a 

u 


w 

o 


25 - 
20 

15 
10 
5! 


10 


w 
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^Number of airfoils 



10 


R3 

16 


6 8 
length, 
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Figure 20. Three-Stage Compressor 
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Those are shown schomaUcally in figure 25. The analysis methods developed 
by Mackay (lleference 2) were used to evaluate each configuration over a range 
of geometric sizes to establish surface area, gas flow length, weight, and 
pressure drop. The evaluations wore conducted at a gas Inlet Mach number 
of 0. 1 and for typical heat rejection levels for the base cycle. Columblum 
was used for the radiator material because of the high gas temperatures. 

Gtdsd Sectional Geometry 


““ ooo 



Flat Duct 



Figure 25. Space Radiator Concepts 

The results of this evaluation indicated that the simple tube arrangement 
with no fins and having a tube diameter of G cm ( 2 . 4 In.) was the optimum con- 
figuration. This configuration was characterized by a welght-per-unlt area 
parameter (W/Aeff) of G.G kg/ni2 ( 1.35 ib^/ftS) with a pressure drop of 2.3/,. 
No allowance was made for meteoroid protection. 

The effective area of the radiator was characterized using an c(|uatlon 
developed by Classman and Stewart (Reference 3) which defines the area as 
a function of the Inlet and exit wall temperatures, film coefficient, sink tem- 
perature, and gas flowrate. The weight of the radiator system can thus be 
established by the surface area and the W/Aeff parameter, (W/Asurf = <b<i kg/m 
(1.35 lbm/ft2)). 
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Opllml/.atlon of the recuperator cycle requires that the following addlUonal 
components bo characterl/.ed and Included, in the systems synthesis models 


1, Uecuporator 

2. Heat sink heat exchanger system (gas-to-llquld heat exchanger 
and llfiuid space radUtor) 

:i. Heat source heat exchanger. 

Models of the gas-to-gas recuperator, a plate- fin- type heat sink heat ex- 
changer, and a tube-fln-type heat source heat exchanger were established on 
the bases of effectiveness/exchanger units method developed by Kays and London 
(Reference 4). The space radiator area- was calculated using the method described 
for the base cycle radiator. While only one configuration for each heat exchanger 
was included in the systems model and was not necessarily the optimum for the 
final design, the effects of each component on the overall system could still be 
determined. 

A summary of the design parameters and characterizations of these com- 
ponents Is presented in table IV. 

Table IV. Recuperator Cycle Component Design Parameters 


Heat Sink Heat Exchanger 
Type 

Effectiveness 

Volume 

Pressure Loss, 
Weight 


Plate- Fin (Gas to Liquid) 
0.95 

Reference 4 
Reference 4 
Calculated 


Radiator 

Reference 3 

Weight, kg/m^ (Ib^i/ft^) 29 (O.G) 

Emissivity 0*9 

Sink Temperature, °K (°R) 273 (460) 


Recuperator 

Type 

Effectiveness 
Volum e 
Pressure Loss 
Weight 

Heat Source Heat Exclmnger 
Type 

Effectiveness 
Volume 
Pressure Loss 
Weight 


Plate- Fin (Gas to Gas) 
0.9 

Reference 4 
Reference 4 
Calculated 


Finned-Tube (Liquid to Gas) 
0.46 

Reference 4 
Reference 4 
Calculated 
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Table IV, Recuperator Cycle Conirionent Design Parameters (C'ontimicd) 


Ileal Source 


Type 

Weight, kg Aw (Ib^/kw) 
Prime Mover 
Type 

Weight, kgAw (Ibi-n/kw) 
Thermal Efficiency, 


I'nshielded Nuclear Reactor 
0,i)H (2.17) 


Space Drayton Power Cycle 
:10 (GG) 
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Heat Source and Prime Mover 

Although an analysis of the compressor drive and heat source was not 
required by the contract Statement of Work, a cursory evaluation was made to 
permit weight/power comparisons to be made between the base and recuperator 
cycles. The characterization of the heat source and prime mover is of major 
importance because their combined weights could be as much as 809< of the 
total system weight. However, a detailed analysis of tliese components was 
outside the scope of this study. An analysis of a Brayton power-conversion 
module for this type of application can be found in Reference 5. This system 
uses an unshielded nuclear reactor for the heat source. 

The characterizations for the heat source and prime mover used in this 
parametric study were derived from Reference 5 and are summarized in 
table IV. The effects of prime mover thermal efficiency on the absolute value 
of total system W'cight could be significant, but were not considered in this study. 

Optimization of Base Cycle 

Using the previously developed component characteristics, a parametric 
evaluation of the 1-Mw base closed-cycle GDL system was performed. This 
analysis Included performance, weight, and geometry assessment of the system 
as a function of the major design variables. 

The effects of nozzle area ratio, nozzle stagnation temperature, nozzle 
stagnation pressure, beam diameter, diffuser injection flow, and gas composition 
on the system weight, volume, and compressor horsepower requirements were 
calculated using a systems synthesis code. The laser loop weight, calculated 
by the code* Included the laser device (manifold, nozzles, cavity, and diffuser), 
a direct gas space radiator, the compressor, and the gas flow ducting system. 
The total system volume is the sum of the box volumes of the aforementioned 
components. The absolute values of the weights and volimu'S calculated by the 
code are not necessarily consistent with the final conceptual design (because of 
the more detailed analysis), but were considered satisfactory for parametric 
optimization. 

Several second order design parameters were optimized initially using the 
preliminary cavity operating conditions of nozzle stagnation pressure, I’c 
2.07 MN/m*^ (.‘too psia), nozzle stagnation tempc'rature, To IGOO^K, and 


no//.l(‘ area ratio, i Mo, Tiu* Hc'oonflary di'slffn paranu>tc>rs of boain (liamclor, 
gas (roinposition, and dilTiisi'r injnclion flow wcro sHcctod on llu> basis of pro- 
viding (he miniimim romprc-ssor liorsopowor ro(|ui roinfiits for tho operating 
conditions. I he minimum liorsc'power condition does not necicssarily rc>suU 
in the minimtmi laser loop weight and volume. However, since the weight and 
volume for the las(>r system are small compared to that anticipat(>d for the 
prinu' mover, the' compressor horsepower was considered the dominant paraJiieter 
in the syst(>m optimi/.ation. 


The elieet of diffuser injection flow on compressor horsepower require- 
ments is prc'sented in figure 2(i for a range of flows from 0 to 25';^, The effects 
on laser loop weight and volume arc presented in figure 27. Total system weights 
vary less than l',i over this range, while system volume varies about 10';,'. The 
minimum horsepower occurs at 8"< injection flow. 

The efioct of beam diameter on compressor horsepower requirements is 
presented in figure 2H for a beam diameter range of 9 to 20 cm.. The effects on 
laser loop weight and volume are presented in figure 29. The miaimum horse- 
power occurs at a beam diameter of 13 cm, while the minimum weight and volume 
occur at beam (iiameters of 11 and 9 cm, respectively. The selection of a l.‘5-cm 
beam dimneter results in a weight penalty of less than S',]' and an estimated volume 
penally of approximaUdy 25';,- for the closed cycle laser system. More detailed 
volume analysis in 'fask II indicated that the volume penalty with the f’-c m b eam 
was significantly less than the estimated 2.'5',','. 


I he etlecl of gas composition on compressor horsepower requirements is 
presented in ligure 30. The minimum horsepower occurs with N 2 /CO 2 /II 2 O 
mole fi'aclions of 0. 91/0. 08/0. 01, respectively. Since this composition gives 
the highest specific power (shown previously under cavity characterizations), 
tlie minimum weight and volume system also occurs at this gas composition.’ 

Using the selected values of beam diameter, diffuser injection flow, and 
gas composition, a complete parametric analysis to determine the interactive 
effects of nozzle stagnation pressure and temperature and nozzle area ratio 
was completed for the following ranges: 

I’c 0.34 to 3.4 MN/m^ (90 to 500 psia) 

Tc 1100 to KiOO^K 
' 10 to 40 


The results, as a function of area ratio and temperature, arc presented 
in figure 31. The chamljcr pressure, was selected as the value that gave 
the highest cavity specific power for a given t . These optimum l» 's at selected 
< 's arc indicated in figure 31. The cavity optical length as a function of the 
major design variables (P(., Tg, and 1 ) is presented in figure 32 for the area 
ratios that give minimum horsepower at each temperature. Although the IdOO”!-; 
and 0.7 MN/m2 (100 psia) at area ratio of 20 is the optimum condition, the 
1500 K, 1.03 MN/m (150 psia) point at area ratio of 20 was chosen as a 
compromise between the most efficient cavity temperature (K»00'’K) and the 
desire to operate at a lower temperature from the structural and metallurgical 
standpoint. The slightly higher chamber pressure was selected to significantly 
reduce cavity length with only a minor effect on performance. As shown in fig- 
ure 31, this temperature results in a 3.99; increase in the compressor power 
rec|uirements over the 1(!00''K cavity temperature. 
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since there Is some concern about the corrosion and condensation problems 
associated with the use of II 2 O In the closed-cycle system, an assessment was 
made of the performance penalties associated with substituting helium for the 
H 2 O to deactivate the lower laser level. The cavity performance was character- 
ized about the nominal base point of; 

N2/C02/He = 577 ( / 89 , /35°/ 

Tc - 1500“K 
c = 20 

Pc = 1,725 MN/m^ (250 psia) 



0 5 10 15 2C 


DIFFUSER INJECTION FIjOW RATIO, 7. 

Figure 2(i. Klfeei of Diffuse'!* Injedion I’low on (’ompressor 
Powi'i* He(|uircment 


LASER LOOP TOTAL VOLUME, LASER LOOP TOTAL WEIGHT, Kg 
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(I Mm, N2/CO2/II2O SYSTEM) 
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BASE CAVUY SPECIFIC POWER (Kg^g), Rw-s/Kg 


The results are.shown i-n figures H!1 through !i!5 and indicate that the maximum 
specific power occurs at i 20, with a lie mole fraction of 35'i? , The maximum 
specific power Is some 12% lower than that with II 2 O deactivation, A parametric 
evaluation of the compressor horsepower requirements was perfoi’med to de- 
termine the optimum composition, cavity stagnation temperature and pressure, 
and nozzle. a.rea ratio. 

1 Mw System 


Helium Deectlvetlon 

Pc • 1.724 Msyrn^ (250 pela) 
Tc ■ 1500®K 


MOSZtE AREA RATIO,^ ( 


Figure 33, Effect of Nozzle Area Ratio and Helium Mole 
Fraction on Performance 





C02 MOLE FRACTION 

Figure 34. Effect of CO 2 Mole Fraction on Performance 
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Figure 35, Effect of Cavity Stagnation Pressure on 
Performance 




Tho optimum cavity stagnation pressure Cor each no 7 //Ao area ratio was 
selected from figure 3G, ii'or each optimum Pc/f combination, tho compressor 
power requirements of the 1-Mw helium system, as a function of helium, mole 
percentage and cavity stagnation temperature, were calculated. 

These results arc presented In figure IIG for U\e Pc: ‘ combination of 
1.03 MN/m2;i0(150 psla; 10), figure 37 for the 2.07 MN/m^: 20 (300 psla; 20) 
combination, and figure 38 for. the 2.93 MN/m2; 30 (425 psla; 30) combination. 

From tliese curves, the optimum helium mole percentage was selected 
to reflect minimum compressor power requirements as a function of cavity 
stagnation temperature. These are presented in figure 39. The minimum 
horsepower occurs at 35']( helium by mole, Pq = 1.03 MN/m2 (150 psla), 
t = 10, and Tc - K500'’K. 

The helium system optimizes at a lower area ratio because the ratio of 
specific heats Is higher, permitting expansion to a lower cavity, static temperature 
when compared to II 2 O systems at the same area ratio. Table V shows that 
the same cavity temperature can be obtained at a lower nozzle area ratio for 
the He system. 

A comparison of the minimum horsepower points vs cavity stagnation 
temperature Is presented in figure 40 for the H 2 O and He systems. The helium 
system requires 239( more horsepower at the minimum condition of 1600“K. 

If the cavity temperature were reduced to 1250°K, which would permit 
an uncooled metal compressor Instead of a ceramic design, the horsepower re- 
quirement would be increased 15'% over the minimum value for the II 2 O system. 
The helium system at 1250“K would require OS'? more horsepower than the 
minimum II 2 O value. 

As figure 40 shows, the use of helium instead of II 2 O at the selected design 
temperature of 1500°K would result In a 20^ Increase in compressor power re- 
quirements. For this reason, gas constituents of N 2 » CO 2 , and H 2 O were used 
in establishing the conceptual design. 

A comparison of the system size and oscillator equivalent Fresnel number 
is shown In table VI as a function of cavity stagnation temperature for the selected 
U 2 O system. 

A low Fresnel number Is desirable to provide good mode discrimination 
and to ensure that only low order modes are established. However, In this 
case, as shown In table VI, the lowest Fresnel number point Is not tho optimum 
from a system performance standpoint. 

A summary of the selected base cycle design point Is given In table VII, 
along with a schematic of the 2UO/3 optical configuration. This configuration 
was selected because it provided the highest cavity specific power, as dls- 
cussetl previously. The oscillator geometric coupling is 0.9 to provide good 
beam quality for long distance transmission. 
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Table V. Comparison of He and H 2 O System 
Cavity Statie Temperatures 


Effect of Area Ratio on Cavity 
Static Temperature, °K 

System Parameters 

Xne = 35% vs XlloO = 191 
Pq- 1. 725 MN/rn2 (250 psia) 

Tq = 1500»K 

Cavity Static Temperature, *K 
Area Ratio He H 2 O 


10 

40G 

491 

20 

306 

389 

30 

258 

340 

40 

223 

309 


1 

I 

I 


I 


i 
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Tabic VI. System Characteristics Comparisons 


Cavity 

Stagnation 

Temperature 

Compressor 

Power 

Cavity 

Lengtli 

Equivalent 

Fresnel 

Number 

°K (Or) 

Kw (IIP) 

m (ft) 

(M-1) ai 
2M2 XL 

1600 (2880) 

22,968 (30,800) 

8.38 (27.5) 

2.57 

1500 (2700) 

23,862 (32,000) 

6.35 (20.8) 

3.39 

1300 (2340) 

25,727 (34,500) 

7.11 (23.3) 

3.03 

1100 (1980) 

29,381 (39,400) 

15.75 (51.8) 

1.37 


M * magnification • 3.16 
a ■ beam radius ■ 6.5 cm 
L " length of oscillator 


Tal)l(‘ VII. Base! (’losc'd-C’yclc' I'nlnl 


Power, 

Cavity Specific Power, 

Compressor Horsepower, 

Cycle THenn.nl Efficiency, 

Laser/ Power Source Efficiency, 
Stagnation Pressure, 

Stagnation Temperature, 

^N2'^02^^H20» 

Nozzle- Area Ratio — 

Cavity Flow Rate, 

Percent Diffuser Injection Flow 
Compressor Flow Rate, Ibm/sec 
Beam Diameter, 

Cavity Length in Optical Direction 
Cavity Width, 

Cavity Flow Length, 

Diffuser Length, 

Optical Configuration, 

Duct Mach No. 


Mw 

i. 


Kw-s/Kg (Kw-s/lh) 

?2.9 

(10.4) 

Kw (HP) 

Tins 

01800) 

/ 

'rt 

l.O') 


7 . 

1^.11 


MN/in^ (psia) 

1.03 

(150) 

o 

o 

1500 

(2700) 

Mole Fraction 

.91/. 08/. 01 

t 

20 


Kg/s (Ibm/sec) 

43.6 

(96.2) 

% 

8.0 


Kg/ 3 (Ibm/sec) 

47.1 

(103.9) 

cm 

13.0 


cm 

618.6 


cm 

14.86 


_cm 

127. 


cm 

66. 3 



2UO/3 



0.3 



Optical Conf igyration Schematic 
2UO/3 


h 


I 


Output Beam 




Tl 


Ij'-' 


Nozzle Exit Plane 


Gas Flow 




A schematic of the base closed-cycle system Is shown in figure 41 with 
appropriate flow, temperature, and pressure conditions. A pressure loss of 
1,5'X was used for the heat sink heat exchanger, as determined from the direct 
hot gas radiator optimisation. 


Diffuser Injection Flow 



Power, 1 MW 

W ~ Ib/sec Cavity Specific Power, 10,4 Kw-aec/lb 

T ~ R 

p ^ pale Nozzle Area Ratio, 20 


Figure 41, Base Closed-Cycle Configuration 



Uccupcrntor.Cydo Optimisation 


The recuperator cycle, shown schematically in figure 42, reduces the 
horsepower requirements of the compressor from that of the base cycle l)y 
reducing the compressor inlet temperature. This is achieved by transferring 
heat from the compressor inlet side of the gas loop to the compressor discharge 
with a recuperator, in addition to the overboard heat rejection. Since this heat 
exchange process is less than ideal, a heat source is required to return the gas 
to the laser cavity stagnation temperature. . 

Hccause the heat sink heat exchanger is located downstream of the re- 
cuperator, the gas temperatures at the heat exchanger are much lower than in 
the base cycle. The surface area of a direct gas radiator, like the one used 
in the base cycle, increases significantly as the gas operating temperature 
approaches the radiator sink temperature.. Thus, it becomes impractical to 
use a direct space radiator in the laser closed loop due to the increase in size 
and gas side pressure loss. 

A gas-to-liquid heat exchanger system, in which an organic fluid such 
as toluene is used to cool the gas and, in turn, is cooled in a space radiator, 
provides a lower overall system weight and volume. Both the closed-loop heat 
exchanger and the space radiator are reduced in size due to the higher density 
and better heat transfer characteristics of the organic fluid. 

The total system was optimized by reducing the compressor exit tem- 
perature to lower the horsepower requirements until the total system weight 
reached a minimum. As explained in the optimization approach, the laser 
device design conditions for this cycle were the same as those established in 
the base cycle optimization. The total system weight consists of the laser loop 
total weight plus the prime mover and heat source weights. The weight char- 
acterizations of the prime mover and heat source were described previously. 
The effect of compressor exit temperature on horsepower, laser loop weight, 
and total system weight is presented in figure 43. As compressor exit tem- 
perature is reduced, compressor inlet temperature approaches the radiator 
sink temperature and the heat exchanger and radiator sizes increase rapidly 
offsetting the reduction in compressor drive power source weight. A com- 
pressor exit temperature of 556”K (1000°R) was selected for the design point 
as a compromise between minimum horsepower and minimum total system 
and laser loop weight. 

This low compressor exit temperature allows the use of an uncooled, 
metallic, state-of-the-art compressor design and eliminates the need for the 
advanced technology ceramic design which was selected for the l)ase cycle_ 

A summary of the design parameters for the recuperator cycle is given 
In table VIII and a cycle schematic, with the gas stream temperatures and 
pressures given at critical locations, is shown in figure 42. 

Cycle Comparison 

Ao shown in tables VII and VIII the recuperator cycle has a thermal 
efficiency approximately 2.5 times that of the base cycle, and a lascr/power 
source efficiency almost three times greater. 
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Figure 42. Recuperator Closed-Cycle Schematic 









Table Vlll. Clo8od-('yele Design Point - 1-Mw Reeuperalor C ycl<‘ 


performance Parameters Summary 


Power , Wrf i , . N 

Cevlty specific power, Kw-s/Kg (Kw-sec/lbrn) 

Compressor power, Kw (Hp) 

Heet rejection requirements, KJ/s (Btu/sec) 

Heat source requirements, KJ/s (Btu/sec) 

StSgnation pressure, MN/m^ (psia) 

Stagnation temperature, °K (°R) 

Composition, 

Notzle Area Ratio 

Cavity flow rate. Kg/s (Ibm/sec) 

Beam diameter, cm 
Optical configuration 

Cycle thermal efficiency, 7. ^Lager^^lnput 
Laser/power source efficiency, % PLaser'^Comp & Hex 
Laser/compressor power efficiency,?. PLagef/Pcomp 


1.0 


22.9 

(10.39) 

8800 

(11801) 

14 ,400 

(13667) 

6600 

(6262) 

1.03 

(150) 

1500 

.91/. 08/. 01 
20 

(2700) 

43.6 

13 

2U0/3 

2.40 

6.5 

11.4 

(96.2) 


Device Parameters 

Cavity length In optical direction, cm 

Cavity width, cm 

Cavity flow length, cm 

Diffuser flow length, cm 

Cavity recovery 

Diffuser recovery 

Percent diffuser Injection flow, 7. 
Diffuser inlet Mach number 
Diffuser exit Mach number 


619 

14.86 

46.0 
127 
0.47 
0.67 

8.0 
3.81 
0.2 


Compresaor Reouirements 

Power requirement, Kw (Hp) 

Pressure ratio 

Inlet pressure, MN/m* (psia) 

Exit pressure, MN/m^ (psia) 

Inlet temperature, °K (°R) 

Exit temperature, ®K (°R) 

Efficiency 

Flow rate. Kg/s (Ibm/sec) 

Corrected flow rate. Kg/s (Ibm/sec) 


8800 

(11801) 

3.42 


.30 

(44.3) 

1.04 

(151.6) 

380 

(683) 

556 

(1000.) 

0.852 

(39.55) 

47.13 

(103.9) 

17.9 

(39.55) 


Tabic Vlll, Closed-Cycle Design l‘o4nt - Lr-Mw Uecupcratoc. Cycle. (Continued) 


Heat Exchanger Parameters 


Heat Sink Heat Exchanaer 

Heat transfer rate, KJ/S (Btu/aec) 
Effectiveness 

Gas Inlet temperature, °K (°R) 

Gas exit temperature, °K (®R) 

Coolant exit temperature, °K (°R) 
Coolant inlet temperature, °K (°R) 

Gas Inlet pressure, MN/m^ (psla) 

Gas flow rate. Kg/s (Ibm/sec) 

Gas pressure loss, % « 

Sot^^cold 

Radiator 

Heat transfer rate, KJ/s (Btu/aec) 
Inlet, wall temperature, °K (°R) 

Exit wall temperature, °K (°R) 

Sink temperature, (°R) 

Radiator emlsslvlty 
Pressure loss, '^•22 
Area (both sides), m (ft ) 


14A00 

(13657) 

0.95 


665 

(1197) 

380 

(683) 

606 

(1092) 

364 

(656) 

.307 

C44.6) 

47.13 

(103.9) 

0.59 


0.85 


14400 

(13657) 

552 

(995) 

356 

(642) 

256 

(460) 

0.9 


8650. 

(93108) 


Recuperator 
Effectiveness , 

Heat transfer rate, KJ/s (Btu/sec) 

Hot side Inlet temperature, ®K (®R) 
Hot side exit temperature, °K (°R) 
Cold side Inlet temperature, °K (°R) 
Cold side exit temperature, ®K (°R) 
Hot side pressure loss, 7. 

Cold aids pressure loss « 7. 

Cold side exit pressure, MN/ra^ (psla) 
Hot side Inlet pressure, MN/m* (psla) 
Mach No. Inlet 


0.9 

45880 

(43452) 

1482 

(2667) 

665 

(1197) 

556 

(1000) 

1389 

(2500) 

5.4 


0.5 


.31 

(44.6) 

1.04 

(151.6) 

0.05 



Heat Source Heat Exchanger 

Heat transfer rate, KJ/s (Btu/sec) 
Effectiveness 

Gas Inlet temperature, K (°R) 

Gas exit temperature, °K ( R) 

Gas Inlet pressure, MN/m^ (psla) 
Liquid inlet temperature, °K (°R) 
Liquid exit temperature, ®K (®R) 
Pressure loss , 

cold hot 


6600 

0.46 

(6262) 

1389 

(2500) 

1500 

(2700) 

1.038 

(150.8) 

1630 

(2934*) 

1565 

.55 

0.588 

(2816*) 


* Suggested by NASA at Task 1 review meetlna 





Tho bast' cycle* compressor rceiuircs a drive power of 2.‘{,72:{ kw (21,800 hp) 
for the 1-Mw system; the recuperator cycle requires only 8,800 kw (11,801 hp). 
'J’he recuperator cycle laser loop weight is approximately 1(1 times that of the 
base cycle due to the additional weight of the recuperator and heat source. 
Itowever, when the overall system weight (assuming a nuclear heat source and 
space llrayton power cycle) is considered, the Increase in laser loop weight is 
more than offset by a decrease in power system weight. The net result is a 
reduction in total system weight of approximately 50% with the recuperator 
system. 

The I’esults of this comparison were presented to the NASA Lewis program 
monitors at the Task I Review on 4 December 1975. At this time, the recuperator 
cycle, with an associated heat source, was selected for the space and airborne 
applications because of its lower compressor horsepower requirements and its 
state-of-the-art compressor. 

Airborne System 

A closed-cycle system for airborne operation is essentially the same as 
lor a space application. The differences occur in the heat rejection method and 
in both the heat and power source systems. The airborne system heat rejection 
can be accomplished with more conventional methods than with the radiation 
system required in space. The power source can be a conventional gas turbine 
instead of a nuclear reactor, and a hydrocarbon burner can be used as a heat 
source. 

The airborne system does not have any components different from the 
space system that would significantly affect horsepower requirements. Since 
minimum compressor horsepower was the required optimization parameter, the 
airborne optimum cycle was the same as that for tho space system. The only 
additional analysis required was in the design of the heat rejection heat exchanger. 

To determine the effects of modifying the system for airborne operation, 
two candidate heat sink systems were considered: 

• Gas-lo-riun air 

• Gas-to-dumped water. 

The weight of each system ns a function of o()eratlng time is presented in fig- 
ure 11. Kxce|)t for operating times of less than a few minutes, the ram air 
system is consideral)!y ligliter than the dumped water system. 'I'he ram air 
system was sized to operate with approximately of the aircraft dynamic 
pressure. 

'I'he design parameters for the gas-to-air heat rejection heat exchanger 
are given in table IX. 
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GAS/WATER 



Candidate Heat Sinks for Airborne System 
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Table IX. Ciiis-to- At r llc^at Kxchanffer Design 


I leal Transfer Hate, Uw/s (Btu/sec) 
(las Inlei Temperature, "K ("U) 

(las Kxif Temperature, "K ("H) 
('oolant Inlet Temperature, "K ("H) 
Coolant Kxit Temperature, "K ("R) 
('oolant 

(las Inlet Pressure, MN/m2 (psia) 
(las Flowrate, kg/s (lby).,/scc) 


14,400 

(13,058) 


(1.197) 

;580 

(083) 

25 .*5 

(450) 

500 

(900) 

Air 


0. :i07 

(44. 0) 

47. 1.‘5 

(103. 9 



ne 


cyele, with the exception of the power anti heat source., arc given in table VIII 


Although the recuperator cycle selected for the airborne system does 
provide minimimi horsepower, it is not obvious that it is optimum when total 
system weight is considered. A preliminary analysis of the power and heat 
source system for the airborne cycle was conducted even though it was not 
re(|uircd for this study. The following listing shows the approximate level of 
peifoimance that current technology gas turbines should produce at an altitude 
of K5,71() m (45,000 ft) and a Mach number of 0. 8. 


shpAvt - 0.74 kw/kg (0.45 hp/lb^A 

Fuel flowrate/shp - 0. 22 kg/kw/hr (0. 3(nbm/hr/hp) 

Therefore, for a run time of (500 sec and a hor*scpower requirement of 
8800 kw (11,801 hp) the total power source weight should be in the range of 
11, .540 to 1.5,(508 kg (25,000 to .‘50,000 Ibm). This is much less than the power 
source weight required for the space system. The additional power source weight 
required to produce the 255,72:5 kw (:51,800 hp) required for the base cycle would 
be approximately 18,144 kg (40,000 Ibm). This extra weight is in the same range 
as that for the recuperator. Therefore, an additional study, which exceeds the 
scope of this program, may be warranted to conduct weight trades of the base 
and recuperator closed-laser loop systems, combined with the prime mov'er 
system, to optimize the total airborne system weight. 


5- and 10-Mw Systems 

As discussed in the Introduction, the objectives of Task I were the opti- 
mization-of a closed-cycle GDL system at 1-,' 5-, and 10-Mw output power 
lev'els. The approach to the 5- and 10-Mw system design was to extend the results 
from the optimized 1-Mw system. This amounted to determining those com- 
ponenls whose performance characteristics would change with increased laser 
output power. These components were then characterized for the effects of the 
increased power level. With the new performance levels Incorporated, the 5- 
and 10-Mw systems wore evaluated. The optimum laser design parameters, such 
as nozzle area ratio, cavity stagnation temperature, injection flow percentage, 
etc., were retained from the 1-Mw system, since these optimum values do not 
change with power level. 
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The major performance paramot(»r that changed with increased las(*r power 
was the cavity specific power. Specific power increased because of the longer 
cavity optl(!al length and increased beam intensity, which tcmds lo more eompU-lely 
saturate the laser cavity. The cavity is said to be saturalect wlu>n the laser beam 
intensity is high enough to stimulate emission in all the excited molecules in IIk^ 
gas flow. It was found that the optical configuration could be simplified and 
beam diameter increased because of the higher beam power and associated in- 
creased intensity. The effects of power level on beam diameter and cavity 
specific power are Indicated in figure 45, 


The aforementioned performance effects were incorporated into the system 
synthesis model, and the effects of higher laser output powers (5 and 10 Mw) on 
system size were determined. The results from the 1-Mw system optimization 
indicated that nozzle stagnation pressure can have a significant effect on system 
weight and geometry. Therefore, the stagnation pressure was varied over the 
range from 0.34 to 3.4 MN/m^ (50 to 500 psia) to determine if the value selected 
for the 1-Mw system was optimum for the 5- and 10-Mw systems. The effect 
of laser output power and nozzle stagnation pressure on the total ^system weight 
is presented in figure 46. The optimum pressure of 1.03 MN/m-' (150 psia) 
is the same for the 1-, 5-, and 10-Mw systems if system weight is all that is 
considered. However, when the physical dimensions of the system, such as 
cavity optical length, is considered, figure 46 shows that the 10-Mw systen^ 
components would exceed the dimensions of the space shuttle cargo envelope ^ ^ 

and the 5-Mw system approaches it. Therefore, a nozzle pressure of 1.38 MN/m- 
(200 psia) was selected as the design point for the 5- and 10-Mw systems. This 
selection results in only a slight increase in total system weight (2Si)* as shown 
in figure 46. A simimary of the design parameters for the 5- and 10-Mw space 
system is presented in table X. 


Both the 5- and 10-Mw system weight levels are much greater than the 
maximum allowable for airborne application, assuming the 99,790 kg (220,000 Ibm) 
C5A payload capability. Therefore, no additional analysis was attempted on these 
systems as airborne candidates. 
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Table X. Recuperator Closed-Cycle 111^11 Power Design l»olnts 


Pcrtorinnncc Parameters Sumninry 


Power, Mw 

Cavity speclllc power, Kw-s/Kr (Kw-sec/lbm) 
Comprcscor horsepower, Kw (hp) 

Pent rejection rcqulrctitcnts , KJ/s (Btu/acc) 
Peat source requirementa , KJ/s (htu/sec) 

St agination pressure, (psia) 

Stai;natioa temperature, °K 


Composition, 


^N2^^CO2^*'^ll20 


CR) 


Nozzle area ratio 

Cavity flow rate, Kj»/a (Ibm/sec) 

Beam cllamctcr, cm 
Optical configuration, 

Cycle thermal efficiency, 

Laser/power source efficiency, 7. 
Laser /compressor power efficiency, 7. 


Device Parameters 


Cavity lcnp,th in optical direction, cm 
Cavity width, cm 
Cavity flow lenj^th, cm 
Diffuser lenp,th, cm 
Cavity recovery. 

Diffuser recovery. 

Percent diffuser injection flow, 7* 
Diffuser inlet Mach number, 

Diffuser Exit Mach number, 

Compressor Parameters 

Poreepower requirement, Kw (hp) 
Pressure ratio. 

Inlet pressure, MI'J/m'' (psla) 

Exit pressure, MN/m^ (psla) 

Inlet temperature, °K (®l<) 

Exit temperature, (®K) 

Efficiency, 

Flow rote, Kg/s (Ibm/sec) 

Corrected, flow rate, Kg/s (Ibm/sec) 


Peat Exchonp.cr Parameters 

Peat Sink Heal. Exclianger (^;ns-to» Liquid) 
(f inncd«tube) 

Peat transfer rate, KJ/s (Ptu/scc) 
Effectiveness , 

Gas inlet temperature, (°lt) 

Gas exit tenperature, ®K ('^R) 

Coolant exit temperature, ®K (^K) 
Coolant inlet tciiipcraturc , °K (®R) 
Coolant , monoisopropy Ibiphenyl 
Gas inlet pressure, MN/m^ (psla) 

Gas flow rate,. K:’/s (Ibra/scc) 

Gas pressure Ions, 7. 

^hot^^cold* 


5.0 


22.5 

(10.2) 

44,300 

(59,651) 

72,750 

(68,953) 

33,250 

(31,515) 

1.38 

(20C 

1500 

.91/. 08/. 01 

(2700) 

20 


221 

(488) 

25 


UO/2 


2.37 


6.4 


11.2 



1224 

28.3 

82.0 

244.0 
0.468 
0.670 

8.0 
3.81 
0.2 


44,500 

(59,651) 

3.42 


0.407 

(59.1) 

1.393 

(202.1) 

379 

(682) 

556 

(1000) 

0.852 


239 

(527.0) 

68 

(150.3) 


3 fiw 


72,750 

0.95 

(68,953) 

665 

(U97) 

379 

(682) 

C07 

(1092) 

364 

MIPB 

. (655) 

0.410 

(59.5) 

239 

0.6 

0.85 

(527) 


10.0 

23.1 

(10.5) 

86,5:i5 

(116,000) 

141,650 

(134,258) 

65.115 

(01,717) 

1.38 

(200) 

1500 

.91/. 08/. 01 

(2700) 

20 

431 

35 

UO/l 

2.43 

6.6 

11.6 

(950) 


1702 

40 

112.0 

342.0 
0.468 
0.670 

8.0 
3.81 
0.2 


86,535 

(116,000) 

3.42 

0.407 

(59.1) 

1.393 

(202.1) 

379 

(682) 

556 

(1000) 

0.832 

465 

(1026) 

133 

(293) 


10 Hw 


141,650 

0.95 

(134,258) 

665 

(1197) 

379 

(682) 

607 

(1092) 

364 

MIPB 

(655) 

0.410 

(59.5) 

465 

0.6 

0.85 

(1026) 
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Table X. Recuperator Closed-Cycle High Power Design Points (Continued) 


Radiator 

Heat tranefer rnte^ KJ/» (Btu/scc) 
Inlet wall temperature, (®R) 

Exit wall tempernture, (®R) 

Sink temperature, (®R) 

Radiator emlsslvlty. 

Pressure loss, ^ 

Area (both sides), (ft^) 

Recuperator (plate-fin) 

Effectiveness, 

Heat transfer rate, KJ/s (Btu/sec) 

Hot side Inlet temperature, (®R) 

Hot side exit temperature, (”R) 

Cold aide Inlet temperature, (^R) 
Cold side exit temperature, (°R) 

Hot side pressure loss, % 

Cold side pressure loss, % 

Hot side Inlet pressure, MN/m^ (psla) 
Cold side inlet pressure, MN/m^ (psla) 

Heat Source Heat Exchanger (finned -tube) 

Heat transfer rate, KJ/s (Btu/sec) 
Effectiveness, 

Gas Inlet temperature, (®R) 

Gas exit temperature, °K (^R) 

Gas Inlet pressure, MH/m^ (psia) 

Liquid inlet temperature, ^ (^R) 
Liquid exit temperature, (^R) 

Hot side fluid. 

Pressure loss, % 

^cold^^^hot 


72,750 

(68,953) 

141,650 

(134,258) 

553 

(995) 

553 

(995) 

357 

(642) 

357 

(642) 

256 

(460) 

256 

(460) 

0.9 


0.9 


44,108 

(474,775) 85,554 

(920,900) 


0.9 

232,604 

0.9 

(220,614) 452,384 

(429,064) 

1482 

(2668) 

1482 

(2668) 

665 

(1197) 

665 

(1197) 

556 

(1000) 

556 

(1000) 

1389 

(2500) 

1389 

(2500) 

5.3 

0.5 

0.433 

5.3 

0.5 

(62.8) 0.433 

(62.5) 

1.393 

(202.1) 

1.393 

(202.1) 


33,250 

(31,515) 

65,115 

(61.717) 

U89 

(2500) 

1389 

(2500) 

1500 

(2700) 

1500 

(2700) 

1.387 

(201.2) 

1.387 

(201.2) 

1630 

(2934) 

1630 

(2934) 

1565 

(2817) 

1565 

(2817) 

Lithium 


Lithium 


0.6 


0.6 


0.59 


0.59 



TASK II - CONCEPTUAL DESIGN 
Objective 

The objective of this Task is to supplement the design definition of the 
closed-loop laser system, selected from the parametric cycle optimization 
study, by conducting a conceptual design of each major component. The con- 
ceptual design provides a technology assessment of critical design areas, 
identification of component materials and weights, and definition of the system 
packaging configuration. 


Approach 

The system conceptual design is the second step in evaluating system 
feasibility using the data generated in the parametric cycle study. During this 
Task, a cursory design analysis and component configuration evaluation was 
performed to assess the criticality of the components that perform the defined 
thermodynamic functions. The recuperator cycle selected for both space and 
airborne applications was evaluated by conducting a conceptual design sludv 
of each major component. System package arrangements were studied t>v 
integrating the respective components into a configuration compatil)U' witii the' 
operating environnwnt and with the envelope of typical carrier vehicles. 
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The following Kuide lines were established for Iho eoneeptual di'slKn study 
following a review of the results from the parametric eyclo optimi/.allon. 

• The 1-Mw recuperator cycle was selected for both the space 
and airborne applications. 

• Generate size and weight estimates for the f) and 10 Mw systems, 

• The component design will be based on 1990 technology and 
component critical aspects will be defined. 

« The space system will be arranged for transporting in the 
space shuttle, with multiple flights if necessary. 

• The airborne system will be arranged for the C5A aircraft 
cargo capacity and containment envelope. 

« The heat source and heat sink are extraneous to this system 
study, with energy supplied or extracted by way of heat ex- 
changers within the loop. 

Subsequent subsections of this report present descriptions of the overall 
recuperator cycle designs for the space and airborne applications and the 
starting, shutdown, and storage procedures, with the associated equipment 
required for each. In addition, detailed descriptions of the major component 
designs are presented. 

General Description of the Selected Recuperator Cycle 


The Task I parametric optimization study defined the component require- 
ments and general configuration for the closed-cycle GDL system. The optimum 
cycle selected in Task I was the recuperator cycle with heat source, which 
includes the following components listed in the order in which they occur in the 
flowpath: 

1. Manifold/nozzle/cavity - provides the flowpath through which 
the laser gases are expanded to provide a lasing environment 
and power is extracted 

2. Diffuser - converts the kinetic energy of the working fluid 
coming from the cavity into static pressure 

3. Recuperator - transfers some of the diffuser exhaust heat to 
the compressor discharge 

4. Heat sink heat exchanger - rejects the excess heat from the 
laser gases 

5. Multiple-stage, axial-flow compressor - circulates and 
pressurizes the medium 
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(). Uccuporalor - heats the compressor discharge by recovering 
diffuser exhaust heat 

7, Heat source heat exchanger - heats the laser gases to the tem- 
perature recjuircd at the no/z/Ao Inlet 

H. Optical system - extracts the laser power using two unstable 
oscillator passes and throe amplifying passes. The system 
uses five auto aligning mirrors as well as an aerodynamic 
window, which allows the beam to pass from the low-pressure 
region of the cavity to ambient pressure. 

9. Combination laser gas conservation and start system - includes 
a vacuum pump, filter, and tank with appropriate valving. 

A conceptual schematic showing relative sizes of components is shown in fig- 
ure 47. 


Space System Description 

A closed-cycle GDL system for a space application would most likely be 
ferried into orbit with the space shuttle. Cost considerations make it desirable 
to minimize the number of trips required to get the total system into space and 
to limit the amount of assembly work that must be performed in orbit. It woUld 
be desirable to send the entire laser closed loop, fully charged and assembled, 
into orbit in one trip. Special consideration was given in the space system design 
to achieve these goals within the following constraints and environmental con- 
ditions: 

1. A space shuttle payload limit of 27, 21(5 kg ((50 JHiP Ibm) 

2. A space shuttle payload envelope of 4. 6 by 4 by 18. 3 m3 
(15 by 15 by GO ft^) 

3. Space vacuum environment 

4. Lack of support structure in space 

5. Stability of the total system in orbit 

0. Nonuniform heating of the device due to solar radiation. 

The resulting configuration and conceptual layout for the laser loop portion 
of the 1-Mw space system is shown in figure 48. The package can be contained 
within the space shuttle envelope; however, the laser loop total weight of 48,534 kg 
(107,000 Ibpi) exceeds the space shuttle payload capacity. A system weight summary 
is provided in table XI. 



Low Pressure Gas Source Tank 



Figure 48. Closed-Cycle GDL (Space Application) 




Table XI. Closed-Cycle (IDT System Effect of Power Level on System Weight 




POWER LEVEL 


□ 

SYSTEM SIZE 

1 Mw 

S Mw 

10 MW 





CNM 

753 

( 

1,660) 

2,776 

( 6,120) 

5,307 

( 

11,700) 

DIFFUSER 

6,804 

( 

15,000) 

64,410 

(142,000) 

176,447 

( 

389,000) 

RECUPERATOR 

25,583 

( 

56,400) 

97,296 

(214,500) 

225,299 

( 

496,700) 

HEAT SINK 

6,083 

( 

13,410) 

33,276 

( 73,360) 

65,045 

( 

143,400) 

COMPRESSOR 

290 

( 

640) 

1,193 

( 2,630) 

2,839 

( 

6,260) 

AERODYNAMIC WINDOW 

136 

( 

300) 

263 

( 580) 

367 

( 

810) 

HEAT SOURCE 

426 

( 

940) 

1,420 

( 3,130) 

2,803 

( 

6,180) 

DUCTS 

3J506 

( 

7,950) 

9,5.07 

( 20,960) 

13,218 

( 

29,140) 

TANKS 

4,536 

( 

10,000) 

22,680 

( 50,000) 

45,359 

( 

100,000) 

OPTICS 

318 

*1 

( 

700) 

939 

( 2,070) 

1,379 

( 

3,040) 

TOTAL WEIGHT 

48,534 

(107,000) 

233,759 

(515,350) 

538,065 

(1 

,186,230) 

WEIGHT/Mw 

48,534 

(107,000) 

46,720 

(103,000) 

53,524 

( 

118,000) 


The recuperator estimated weight is 25,583 kg (5(5,400 Ibni), which means 
Ihal it must be ferried separately. The estimated weight of the remainder of the 
loop is 22,751 kg (50,(500 Ibm). As a result, the loop could be ferried into orbit 
in (wo space shuttle flights and the recuperator mated with the remainder of the 
loop in orbit. To facilitate assembly, the loop and recuperator could be evacuated 
and sealed prior to flight and the laser gas stored in a separate tank from which 
(he loop could be charged for starting. This approach is discussed in more detail 
in the subsection on starting concepts. If the recuperator and heat sink heat ex- 
changer were built using a more efficient fin and spacing arrangement, the total 
laser loop weight could be reduced to 23,587 kg (52,00(1 Ib^^), as shown later in 
table XTIl, However, the fal)rication techni(|ues rt>quired for this type of con- 
figuration make its availability by the lOtiO time period questionable. 'I’here- 
fore, it was not used for the conceptual design. 
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Slniclural ln(of?rallnn of Iho apace system Is provided by mounlinK the 
componenfs lo a single pallet. It is assumed that system sialdlity to preveni 
tuml)ling In space can be providofl by the prime mover system since that systi>m 
is an order of magnitude larger than the laser loop and would itself b(> stabili/.ed 
to compensate for fluid dynamic force's. 

The space vacuum poses a special problem for the aerodynamic window, 
since the optical cavity pressure is greater than the !u.il)ient pressure. The 
jet shield, ns described In the aerodynamic window design section, is utili/ed 
to resolve this prol)lcm, 

IXirlng detailed design, radiation shielding of the device would be pro- 
vided to isolate critical areas of the device from each other and the prime mover 
and to prevent excessive thermals due to uneven exposure to solar radiation. 

Effect of Power Level on System Size 

To determine the effects of Increased power level on the closed-cycle 
GDI, system, an estimate was made of the weights and volumes for the 5- and 
10-Mw systems. The same design pliilosophy was employed in the higher 
power level systems as was used in the 1-Mw system. 

A weight summary for the 1-, 5-, and 10-M\v systems is provided in 
table XI. The size of these larger systems is indicated in table XII, which 
summarizes the envelope geometries of the 1-, 5-, and 10-Mw systems. A 
weight summary for a more optimistic system (assuming the development of 
a more efficient recuperator and heat sink heat exchanger) is provided in 
table XIII. The effect of higher power levels on the weight and geometry of 
the individual components is shown in figures 49 through 55 and table XIV. 

Starting Concept 

The major obstacle in starting the closed-loop GDL is the greater pres- 
sure ratio required across the cavity /nozzle/diffuser for starting than for 
steady-state operation. A starting pressure ratio of approximately 18:1 is 
required to force a high Mach number normal shock system through the fixed 
area cavity. This pressure ratio is reduced to 3. 2 for steady-state operation. 
Sizing the compressor to achieve this starting requirement would result in a 
severe overdesign and compromise performance at the steady-state point. To 
avoid this problem, a separate gas starting system has been conceived. 

The starting concept consists of evacuating the laser loop by tank storage 
of the gas so that the high starting pressure ratio can be achieved at a relatively 
low absolute pressure. The components required for starting the system are 
shown in figure 47. The starting system consists of a main loop shutoff valve 
inserted just upstream of the heat source heat exchanger to isolate the com- 
pressor discharge from the nozzle inlet during the start transient. A com- 
pressor bypass loop is provided to pre^^ent compressor stall with the main loop 
valve closed. A tank and recharging pump arc provided for evacuation of the 
loop and storage of the lasing fluid. The diffuser has provisions for bypassing 
starting flow, as previously discussed in the diffuser description. 
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Table XU. Closed-Cycle GDL System Kffeel of Power Level 
on System Geometry 


ENVELOPE 

DIMENSIONS 

POWER LEVEL 

m (ft) 

1 Mw 

5 

10 Mw 

Width 

4.57 (15) 

8.23 (27) 

12.50 (41) 

Height 

4.57 (15) 

8.23 (27) 

12.50 (41) 

Length 

13.11 (43) 

23.77 (78) 

35.66 (117) 


Table XIII, Closed-Cycle GDL System Effect of Power Level on System Weight 
With More Efficient Recuperator and Heat Sink 


SYSTEM SIZE 
units 

ITEM 


POWER LEVEL 
5 Mm 


10 Mm 


(Ibm) Kg 


(Ibm) Kg 


(Ibm) 


CNM 

753 

( 

1,660) 

2,776 

( 6,120) 

5,307 

( 11,700) 

DIFFUSER 

6,804 

( 

15,000) 

64,410 

(142,000) 

176,447 

(389,000) 

RECUPERATOR 

3,883 

( 

8,560) 

19,006 

( 41,900) 

37,149 

( 81,900) 

HEAT SINK 

Z,699._ 

_(. 

-_5*950) 

14,760 

( 32,540) 

28,853 

( 63,610) 

COMPRESSOR 

290 

( 

640) 

L,193 

( 2,630) 

2,839 

( 6,260) 

AERODYNAMIC WINDOW 

136 

( 

300) 

263 

( 580) 

367 

( 810) 

HEAT SOURCE 

426 

( 

940) 

1,420 

( 3,130) 

2,803 

( 6,180) 

DUCTS 

3,606 

( 

7,950) 

9,507 

( 20,960) 

13,218 

( 29,140) 

TANKS 

4,536 

( 

10,000) 

22,680 

( 50,000) 

45,359 

(100,000) 

OPTICS 

318 

( 

700) 

939 

( 2,070) 

1,379 

( 3,040) 

TOTAL WEIGHT 

23,451 

( 51,700) 

136,953 

(301,930) 

313,723 

(691,640) 

WEIGHT/Mw 

23,451 

( 

51,700) 

27,397 

( 60,400) 

31,343 

( 69,100) 



DIMENSIONS 


1 MW 


5 MW 


10 MW 


Ll, cm 

Lo» cro 

cm 

D(^, cm (in) 
Wt, Kg (Ibm) 
W^/MW 


46 

619 

14.6 

40 (15.6) 
753 (1,660) 
1660 (1,660) 


82 

1224 

28.5 

90 (35.4) 
2776 (6,120) 
552 (1,240) 


112 

1702 

40 

126 (49.5) 
5307 (11,700) 
531 (1,170) 


Figure 49. Effect of Power Level on Manifold /Nozzle/ 
Cavity Size and Weight 





DIMENSION 


I MW 


5 MW 


LU nw 


AF. 

n.2 

m - 

(ft2) 

Vol 

• m 

(ft^) 

k* 

m 

(ft) 


m 

(ft) 


m 

(ft) 

wt. 

Kg 

(Ibm) 


Wt/MW 


A. 85 (52.2) 
1.71 (60.5) 
0.796 (2.61) 
6.1 ( 20 . 0 ) 
0.35A (1.16) 
3,883 (8,560) 
3,883 (8,560) 


19.88 (214) 
8.38 (296) 
1.63 (5.35) 
12.2 (40.0) 
0.421 (1.38) 
19,006 (41,900) 
3,801 (8,3.82) 


38.74 (417) 
16.40 (579) 
2.27 (7.44) 
17.1_(56.0) 
0.424 (1.39) 
37,149 (81,900) 
3,715 (8,190) 


Figure 51. Effect of Power Level on Recuperator Size 
and Weight - Type 46. 45T 







DIMENSION 

1 MW 

5 MW 

10 MW 

n,2 

iS» ™ 2 

(ft^) 

6.69 (72.) 

28.8 (310.) 

56.6 

(609) 

;quid» ™ 


0.307 (3.3) 

1.58 (17.0) 

3.02 

(32.5) 

: .l;3 

(£t3) 

9.9 (350.) 

54.2 (1915) 

106.0 

(3,744) 

m 

(ft) 

1.48 (4.86) 

1.88 (6.17) 

1.87 

(6.14) 

m 

(ft) 

6.46 (21.2) 

11.43 (37.5) 

11.46 

(37.6) 

m 

(ft) 

1.03 (3.39) 

2.54 (8.33) 

3.22 

(10.57) 

Kg 

(Ibm) 

6,083 (13,410) 

33,276 (73,360) 

65,045 

(143,400) 

MW 


6,083 (13,410) 

6,655 (14,672) 

6,505 

(14,340) 


Figure 53. Effect of Power Level on Heat Sink Size and 
^e 




Wldth-l 

DIMENSION 

1 

1 MW 

5 MW 

Width-2 

10 :iw 

, cm 

14.86 

23.') 

40. 

H 2 , cm 

3.16 

6.06 

8.51 

\U , cm 

3.42 

6.54 

9.18 

Li , cm 

55.6 

106.9 

150. 

lr2» C"* 

40.9 

78.8 

110.6 

lo , cm 

30.5 

57.7 

81. 

^:0TAL» 

127. 

243.4 

341.6 

Wldth-l, cm 

619. 

1224. 

1702. 

Wldth-2> cm 

619.52 

1225. 

1703.4 

Figure 55. Kffectof Power 

I,evel on Dirfuscr Size 

Table XIV. Kffect of l>ower 

Level on Miscellaneous Hardware Weight 


Wt, Kg (Ibro) 


3,606 (7,950) 
U6 (300) 
4,536 (10,000) 


9,507 (20,960) 
263 (580) 
22,680 (50,000) 


13,218 (29,140) 
367 (810) 
45,359 (100,000) 


The starting se(|uenco is shown in figure 56, The system Is initially 
evacuated to a gas pressure of approximately 0.007 MN'/m^ (0. 1 psia). This 
is achieved by pumping most of the gas out of the system and Into the storage 
tank while the system Is dormant. The system is started l)y l)ringing the com 
pressor up to its steady-state speed with the compressor bypass valve open 
and the main loop shutoff valve closed. 





COMPRESSOR 

RPM 



Closed-Cycle GDL Start Parameter Sequence Source 
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The gas storage system valve is then opened rapidly to pressurize the 
nozzle plenum. The upstream volume Is much smaller than the volume down- 
stream of the diffuser, which results In the downstream pressure lagging the 
upstreaiu pressure sufficiently to achieve the starting pressure ratio of 18, 

The heat source heat exchanger Is operated to provide hot gas to the nozzles 
to avoid condensation In the cavity. 

Once the diffuser system has started, the system is transitioned to the 
steady-state operating mode before the overall device pressure ratio (PH) falls 
below that required for steady-state operation («3.2 PR). This transitioning 
consists of closing the compressor and diffuser bypasses and opening the main 
loop shutoff valve. The gas supply/pump system Is used to provide the correct 
loop pressure as the gas-temperature Is increased to Its steady-state value. 

The total time required for the system to reach steady-state conditions 
is 70 to 80 sec, with compressor startup requiring approximately 30 sec, valve 
sequencing at transition about 1 sec, and gas thermal transient 40 to 50 sec. 

The compressor startup time was dictated by surge margin requirements. 

The valve sequencing time was estimated from a simplified transient volume 
filling analysis considering the system to consist of three separate volumes 
(gas storage tank, main loop shutoff valve to nozzles, and from nozzles to main 
loop shutoff valve). The thermal transient time was estimated from a time- 
dependent energy balance analysis that divided the system into eleven mass 
units (six ducts, cavity, diffuser, recuperator, heat sink heat exchanger, com- 
pressor, and heat source heat exchanger). The mass and surface areas of the 
components were estimated from the preliminary design drawings. 

Structural problems or low cycle fatigue (LCF) and undesirable deforma- 
tions associated with very fast start transients diminish as transient times in- 
crease, Since the above results indicate that the thermal transient for this 
device is relatively long, many problems are reduced or eliminated. For example, 
the usual thermal stress or LCF problem in the nozzles is eliminated; the proolem 
of maintaining small blade tip clearances in the compressor is reduced; the thermal 
loads and deformations in the diffuser can be handled easier; the startup thermal 
stress levels in the heat exchanger are lower than usual, and there is less thermal 
shock in the sealed joints that could cause leak problems. 

Shutdown Concept 

The system shutdown cycle is basically the inverse of the start cycle; 
however, it is less complicated since it is rather easy to ’’unstart" the diffuser. 

The shutdown cycle is performed in the following sequence: (1) the heat source 
heat exchanger is cycled off; (2) the compressor drive power is gradually reduced, 
and the system is simultaneously scavenged by opening the pump valve and pumping 
the lasing fluid into the storage tank (tank isolation valves remain closed); (3) the 
compressor power is cycled completely off when the nozzle inlet pressure is 
reduced to (),:]5 (30 psia); (4) the pump valve is closed and the pump cycled 

off when the loop pressure reaches 0.0007 MN'/m^ (O.l psia); (3) the aerodvnamic 
window jet shield is cycled off and the window shutters closed; and ('>) the spae<- 
radiator is cycled off. The main loop valve and the compress')!' bypass valve are 
not cvcled during the system shutdown. From this condition, the- svsiem ean be 
cycled l)ack to start or donnant storage. 
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Dormant Storage 

The (mly potential problem antieipat(>d during dormant storage involves 
du' water vapor (l'„ mole t'raetion) in the loop gas mixUrn?. The (>quivalent 
,paee ambient t(Mni)eraliire is al)out tn-’ (2r)fi‘'K) (from a radiation balanee with 
die sun and space) an.l the water va|xir will tend to condense iielow temperatures 
of aiiproxtmately ()(i"K (2H'.)’K), which could cause corrosion and oxidation 
problems within the. loo|). 

The water condensation during nonoperating periods could be controlled 
by one of the following nu'thods* — 

1. During dormanUieriods, the space radiator can be positioned 
to receive solar radiation and keep the system temperature 
above the dew' point using a small pump to circulate the lasing 
fluid. 

2. Incorporation of a controlled cold spot in the loop to induce 
II 2 O eond('iisation and freezing at a selected location during 
the dormant periods. 

Kvacuation of the loop during the dormant period with the gas 
stori'd in a controlled environment tank. 

'I'he lattiM- method was scdeetcul as being most compatible' with the start and 
shutdown proeedim'. 


Airborne System Description 


Bi'cause of its larg(' payload capability [in exiress of 5»U,71H kg (200,000 ll»m)l 
and cargo area (figure 57), tlie C5A aircraft was chosen for this study as the car- 
rier for the closed-cycle DDL airborne system. The items considered in the air- 
liorne system assc'inbly and installation were: 


1. I’he cargo door envelope 

2. Pallets for the device to minimize in-tlu'-aircralt assembly 
i'c(iuiri'menls 

:’). Structural supi>orl oi tlu? (1 1)1. dc'vice 


1. ('ompaetness 

5. Access to the components in the airi'raft 

(i. orientation of the compressor 

7, |’ro\isions foi' the "prime movi’r" and heat c'Xidianger 
M. Insulating the aii'c-ralt from the device. 


H5 


5.79 m 
(19 ft) 




57. l,():idiilf? i:iu t'lnpt’ for ('5A Aircraft 

'l lu! 1-Mw, closed-cych' (IDI, Hysli'in packan;t' for th(> alrltnrnc application, 
designed to be eonif)a{ible with the ('5A aircraft, is sliown in figui’o 5H, lliis 
system package arrangenu'iit will fit lliroiic,li tlic' cargo door cnvclopi', and is 
pallet-mounted to facilitate preasscmbly outside tiu- aircraft. 

Access to the device in the aircraft is optimi/ed by the ari’angement as 
shown in figure 58. This arrangement makc'S all c'omponents readily accessible 
from either the perimeter walkways or the c-entral platforms, (*xc(>pt for I In- 
side of the recuperator, which is on the pallet. 

The compressor is mounted in a fore ntni alt dirt-ction to minimi/e the 
effect of aircraft maneuver and gust loads and to provide device shaft access 
and prinu* mover space. Mounting ol tlu? ( onpi’t-ssor in this oi'i<-nlalion also 
provides access for the prime mover and driveshaft connection. 

If will b(> necessary to protect the aircraft from the high teinperatnres 
of the device by tin- us(> of insulation or baffles. The hot sc-ctions of the device 
will b(- jacketed or <-omparfnu'nli/ed with forc'-d aii* cooling fhroui'li the jacket 
to exti-acf the waste h(*at. An area of concern in llu- aiiborne application is 
the total system weight. The dt-vice, as sliown, lias an estimateil weiglil ol 
IH,..!;’,! kg (107,000 Ibp,), whii-h does not include the insulation, seppovt ^■,l i nclnri 
electronics, cooling vlucts, prinu- mover, or heal sonre*-. rolal svsli-m weight 
could easily exceed !)0,7l‘< kg (200,000 lb,„). 
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Tho efl’oet of power on size and weight for the airborne system is essentially 
the same as that for the space system^ since the heat sink heat exchanger is the 
only component that is different in the laser loop. It is obvious that, due to weight 
limitations, a closed-cycle GDL greater than 1-Mw is questioned for airborne 
appl Ications. 

The startup concept for tho airborne system is the same as that for the 
space system. The thermal transient will be slightly shorter due to the higher 
initial temperature of the system. 

The dormant storage water condensation problem of the space system should 
be much less severe for the airborne system, since the ambient tempei’ature is 
much-higher and the device environment more easily controlled. 

C'^mponent Conceptual Designs 

The functions, specifications, critical aspects, and design of each of the 
major system components are described in the following paragraphs. 

Cavlty/Nozzle/Manifold 


(1) Function 

The cavity /nozzle/manifold (CNM) assembly is the major component of 
the GDL. It provides the flowpath through which the laser gases are expanded 
to produce an optically active medium from which laser power is extracted. 
The CNM must be designed to not only expand the gases to the desired Mach 
number for lasing, but must do so in a manner that will avoid or minimize 
ordered density gradients, i.e. , shocks and expansion waves, which can sig- 
nificantly reduce beam quality through refraction and p haKP distortion effects. 

(2) Critical Aspects 


The following critical aspects were addressed in CNM design: 
Item Effects Solution 


Nonuniform Flow Density gradients in 

Distribution optical cavity that -re- 

duce beam quality 


Nozzle inlet configuration 
contains flow distribution 
network to establish unlfonn 
flow 


Nozzle Instability Nozzle fatigue failure 


Leakage 


Loss of the lasing medium 


Thermals During Distortion and possible 

Startup failure of device com- 

ponents 


Leading edges of nozzles 
are supported. Additional 
support provided by shrouds 
near midspan 

Leakage eliminated by 
Integral configuration 

Startup transients mini- 
mized by a gradual heating 
up of the system to sieady- 
state conditions. 
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(3) Description 


The CNM consists of three main components: the distribution manifold, 
no7,Kles, and optical cavity, A structural concept was selected for this com- 
ponent that docs not contain mechanical joints, such as bolted flanges, thereby 
eliminating potential fluid leakage. The selected concept provides an integral 
CNM structure, fabricated by a combination of welding and brazing using high 
temperature nickel-base alloys. 

The distribution manifold consists of a cir'cular duct that runs the length 
of the nozzle array. The manifold, nozzles, and cavity wall form an integral 
assembly with no outer structural housing, whereby the nozzles carry the hoop 
loads from the manifold, (See figure 59.) With this nozzle/manifold concept, 
the manifold hoop loads can be applied in such a manner as to balance the nozzle 
gas bending moment to reduce nozzle stresses. Other manifold concepts were 
considered for this application and found to have no significant advantage for 
this relatively low pressure system. However, for larger systems with higher 
cavity pressures, the manifold hoop loads that must be carried by the nozzles 
become excessive and alternate approaches, sUch as a dual side mounted 
manifold, must be considered. 



Figure 59. CNM for Space Application 


The transonic and supersonic portions of the nozzle are designed on the 
basis of aerodynamic and kinetic requirements,, while the subsonic portion of 
the nozzle Is designed to ensure structural Integrity. An Iterative design pro- 
cedure Is employed. to determine the basic nozzle design parameters; nozzle 
Invlscld area ratio (e), throat height (ht), and throat radius (r*), as shown In 
figure 60, Tlic final supersonic Inviscld contour Is determined from a method- 
of-cliaracteristlcs flow field solution technique, which defines the contour required 
to ensure shock-free expansion. 



Figure 60. Nozzle Terminology 

For peak output power,, the nozzles must remain at the design area ratio 
and the correct aerodynamic contour in the supersonic sections during operation. 

In addition, spanwise area ratio variations within each nozzle must be limited 
to ellminate-denslty gradients in the optical cavity that would degrade beam quality. 

The nozzle section contains 1873 two-dimensional nozzles of the type shown 
in figure 61 on a centerline-to-eenterline spacing of 0.330 cm (0.130 In.). The 
nozzles have a throat height of 0.015 cm (0. 006 in.), a nozzle area ratio of 20,. 
a supersonic length of 0.665 cm (0, 2618 in,), and a height of 14. 859 cm (5. .850 in,). 
The nozzle segments are fed from the distribution manifold. (Refer to figure 59, — 
Section A- A.) The Individual nozzle segments are bonded together at mating 
shrouds and end platforms. The network of shrouds is located upstream of the 
nozzle throat to establish uniform flow and provide additional nozzle stability and 
control of throat height. The long subsonic length upstream of the nozzle throat is 
provided to establish a low stress nozzle and uniform flow Into the nozzles. 

The optical cavity structure Is sized compatible with the selected 2UO/3 
optical configuration and provides for the extraction of the laser power from the 
optically active medium. The cavity wall thickness is strongly dependent upon the 
pressure difference between the cavity pressure and the external environment. 

A solid cavity wall configuration is selected for the space system, where weight 
is considered less critical, as previously shown in figure 59. For the airborne 
system, a lighter weight sheet and stringer cavity wall concept are used, as shown 
In figure 62. Both configurations employ the Integral welded structure concept 
to eliminate laser fluid leakage. 


Section Showing Two Typical Nozzles 


0.006 in. 



Figure 61. Two Typical Nozzles 







Optics 


(1) Function 

The function of the six cavity mirrors making up the 2UO/3 optical 
configuration (figure G3) is to receive and direct laser radiation at the correct 
wavelength through the cavity with a minimum of (1) absorbed radiation, (2) in- 
duced phase distortion, and (3) beam misalignment. Four of the six mirrors 
comprise the unstable resonator (UO) which must be optically figured to capture 
Initial spontaneous emission of radiation from the flowing gas and to maintain 
repeated amplification of that radiation by stimulated emission until the resonating 
beam dominates all other stimuli competing for the available photons.. . 

In steady-state operation, radiation diverges from the convex mirror, is 
turned by the opposing flat mirror while maintaining the same divergence angle, 

Is coUimated and reflected coax,ially by the concave mirror, turned by the same 
opposing flat, and divided by the hole coupler. The collimated radiation passing 
through the center of the hole coupler is reflected in a diverging fashion to repeat 
the "resonating" process. The radiation incident on the hole-coupler mirror 
surface is reflected through the cavity by two additional turning flats for a total 
of-three amplification passes. 

(2) Design Specifications 

Substrate Material 
Optical Surface 
Optical Reflectivity 
Optical Quality 
Thermal Control 
Operating Temperature 
Storage Temperature 
Ambient Pressure 
Alignment (x-y tilt) 

Alignment Response 
Alignment Stroke 
Alignment Error Sensor 
Electric Power Source 
Thermal Dump. 


Sic 

Multilayer dielectric on metallized surface 
99. 9% 

^ vis/®® 

Solid-state thermoelectric 
295“K ±3° (70“F ±5°) 

238 to 356°K (-30 to 180“ F) 

Space vacuum 

Piezoelectric crystal actuators 
2000 Hz 
±600 jurad 

Interferometric/thln film waveguide 

Solar cells or aircraft supply 

Space radla.tor panels or aircraft heat sink 
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(:i) Critical Aspects 


Item 

Effects 

Solution 

Mirror Optical 
Distortion 

Beam phase error and 
power loss 

High reflectivity optical 
coatings, low thermal ex- 
pansion mirror material, 
active mirror thermal 
conditioning 

Optical Reflec- 
tivity Degradation 

Optical distortion, power 
loss, increased cooling 
requirement, catastrophic 
thermal damage o£-mirrors 

High durability optical 
coating, oversized cooling 
system 

Liquid Coolant 
Freezing 

Mirror and coolant system 
structural damage 

Continuous coolant tem- 
perature conditioning, or 
solid-state thermoelectric 
temperature control system 

Beam Misalign- 
ment 

Power loss, component 
damage 

Active mirror alignment 
system 


(4) Description 

The cavity optics system can be divided into the following subsystems 
for the purpose of discussion. 

1. Mirrors 

2. Mount and Alignment System 

3. Thermal Conditioning System. 

These subsystems, as envisioned based on 1990 technology, are discussed 
below; 


(a) Mirrors 

The mirrors will be constructed from a low thermal expansion, 
high thermal conductivity and lightweight material, such as SIC, , 

be!ng used for advanced mirror substrates. The optical f 
lized by vapor deposition or plasma spraying, and the metallized surface will 
be diamond turned to Xyls/SO optical quality. A multilayer dielectric coating 
will then be applied to enhance the reflectivity to greater than 99. 9 /r. 

The mirror surface will be processed to be fully absorbing outside 
of the desired beam diameter to eliminate the need for independent beam shaping 
apertures in the cavity. Excessive temperature rise in the fully absorbing 
region of a mirror would indicate gross beam misalignment or system mal- 
function and would be cause for automatic abort. 

Current technology in mirror design (i.e. , coatings, surface finish, 
renectlvity) and cooling Is adequate to handle the required mirror loadings 
and can provide an alternative approach. The more advanced concepts em- 
ployed in the design result in a smaller, lighter, and less complex optical 

system . 


(b) Mount and Aligumont System 

Kach mirror will bo actively aligned during operation by pio/.ocleetric- 
typo actuators with sufficient response to compensate for vibration, and with suf- 
ficient stroke to compensate for structural displacement. The complete mirror 
will be tilted according to the error signal generated by the alignment system. 

The basic mirror mount structure, against which the actuators react, will be 
constructed from a nickel alloy capable of operating within the environmental 
conditions. 


A solid-state aligmuent system will be based on combining Integrated 
optics with Integrated electronics for spatial error detection and for error signal 
generation. The components of the alignment system (figure 64) are mounted on 
a relatively small, independent, zero-thermal-expansion platform constructed 
of an advanced version of ULE"^^or Invar, Actuators that are similar to the 
mirror piezoelectric actuators actively position the alignment system platform 
with respect to the optical cavity, and an error signal that is generated by 
sensing each m.irror's position with respect to the alignment system activates 
the appropriate mirror actuator. Fiberoptics or thin film waveguides embedded 
in the thermally stable alignment platform will allow interferometric-type 
spatial measurements for alignment accuracies to fractions of a visual wave- 
length. Techniques that are based on index of refraction variations of a trans- 
parent crystal exposed to varying degrees of compressive stress may improve 
alignment accuracies still further. 

An independent calibration system designed around similar integrated 
optics/ integrated electronics technology could be used on command to auto- 
matically zero the alignment system during GDL down periods. In operation, 
the calibration system would introduce a low power laser beam into the optical 
train in the reverse or upstream direction. Photosensors would detect the char- 
acter of the returning radiation to establish a zero alignment error signal by 
electronic processing for correction of the alignment system’s zero position. 

(c) Thermal Conditioning System 

Mirror cooling and thermal conditioning will be accomplished using 
a thermopile dispersed throughout the mirror substrate, and based on the 
Peltier effect. Thermoelectric cooling or heating will occur locally within the 
mirror substrate, on demand from temperature sensors also dispersed in the 
substrate, to maintain the complete substrate at a uniform temperature. Signals 
from the several sensors will be processed electronically to determine the proper 
cooling or heating electric current flow to the thermopile’s dissimilar metallic 
conductor junctions. Solar photoelectric panels and space radiator panels could 
be used, respectively, to provide the electric power and to provide the thermal 
heat sink for the cold junction of the dissimilar metallic conductors. 

(d) System Design Consideration 

Optical components in the 1-Mw airborne system will be the same 
as those required in the spaceborne system. The electric power source and 
thermal heat sinks needed to operate the alignment systems and thermal con- 
ditioning systems will be different between applications. In the alrixjrne system, 
a small dynamo and cryogenic heat sink should adequately replace the comparable 
solar panel and radiation heat sink used in the spaceborne system. 


Gas Flow 



Figure 64. Optical Alignment Schepie 



Design of structural components associated with the optics will be 
dominated by the alrlx)rne vibrational and g-loful forces. Independent design of 
the structures for the spaccljornc system may be deslralilc to conserve weight, 

(e) Startup and Transients 

The startup requirements for the cavity optical systems are (1) stabi- 
lize mirror temperatures at 295"K i3“ (70“F '5°) using the temperature con- 
ditioning system, and (2) arm the mirror alignment system. A temperature 
stabilization period of 1 min is feasible. 

(f) Dormant Storage 

The thermoelectric temperature conditioning system will remain 
active on a continuous basis during dorm ant- storage modes to control the mirror 
temperatures . within limits, typicall y 238 to 35r> °K (-30 t o 180° F). 

(g) System Life 

The limiting component of the optical system life will be the optical 
coating on the mirrors. Surface reflectivity will degrade during operation as 
a result of damage from factors such as thermal cycling and foreign particles. . 
The system will have to be deactivated when the thermal conditioning system 
can no longer handle the laser beam thermal load. 

Output Window 

(1) Function 

In the closed-loop gas dynamic laser, a means must be provided 
for passing the output beam from the low pressure region of the optical cavity 
into the surrounding environment with minimal degradation in beam quality or 
loss of lasing fluid. The component that performs this function is called an 
output w'indow. There are two basic types of output windows known as the 
aerodynamic and material window. Both of these concepts were considered 
as candidates for this investigation. 


(2) Critical Aspects 


Effects 


Solution 


Cavity Leakage 


Leakage to 
Ambient 


Contamination of lasing 
medium 


Loss of GN 2 that is 
operating the space 
system aerodynamic 
window 


Minimize leakage of A/W 
fluid into cavity and use of 
a compatible fluid in the 
window loop 

Use shutter doors to keep 
this leakage to a minimum. 
A charging tank is used to 
replenish the system 


(H) Dcsciiption 

lioth lh<! acroclynaniic wiiulow and tlu' material window arc discussed 
in the following paruKraphs as dcsif^n concepts to perform the function of the 
output window for this system. 

The aerodynamic window blocks the flow of ambient air into the 
output beam duet with a supersonic flow of gas. Early designs for pressure- 
driven aerodynamic windows depended on the expansion-compression structure 
of a supersonic free jet to isolate the laser cavity. Acceptable pressure ratios, 
leakage, and beam quality were achieved, although significant beam jitter 
(up to 150 /jrad) was observed. To reduce the mass flow and beam jitter and 
improve beam quality, the concept of a centrifugal field aerodynamic window 
was developed at the United Technologies Research Center (UTRC). 

The centrifugal field aerodynamic window uses a two-dimensional 
supply nozzle, which delivers a supersonic jet suited to large amounts of turning. 
As the jet flow crosses the duct, it is deflected. It is the momentum change 
associated with this deflection that balances the ambient-to-cavity pressure 
difference. The inner nozzle on the cavity side expands the flow to the cavity 
pressure, while the outer nozzle expands to ambient pressure, and intermediate 
nozzles expand the flow to intermediate pressures. The multielement centrifugal 
aerodynamic window (MECA) concept is being employed on the Air Force ALL 
program and represents a low-risk, near-term technology answer to the require- 
ment for an output window. 

Due to the requirement for a nonresupplyable system wnth a minimum 
of 600 sec of run time per cycle, it is not feasible to use an open-loop GN 2 pres- 
surized tank supply for the aerodynamic window and simply dump the exhaust 
overboard. The weight of the tanks and fluid involved becomes prohibitive for 
the airborne open-loop window (figure 65). Thus, a closed-cycle aerodynamic 
window will be employed. The closed-cycle consists of a compressor, a heat 
exchanger, nozzles, two shutter doors, and associated ducting (figure 66). 

To operate the aerodynamic window at various ambient conditions, a bypass 
loop is used to direct flow around the window as required. The space system 
uses a similar closed-cycle aerodynamic window system as shown in figure 67. 
Note that for the space configuration, the cavity pressure exceeds that of the 
space environment which deflects the closed-loop window fluid away from the 
cavity. Also, there is the additional consideration of flow expanding to the near 
zero pressure of space. An intermediate pressure is created by an expendable 
jet shield flow to limit the included angle of the expansion fan. The flowrate 
required for the jet shield, which is leakage overboard, is 0.0077 kg/sec 
(0.017 Ibni/sec). The power required to operate the closed-loop aerodynamic 
window compressor is 75 kw (100 hp), and the primary flow for the window 
is 0.13 kg/sec (0.29 Ibm/sec). 
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Figure G6. Airborne System Aerodynamic Window 
Schematic 
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Figure (17. Space System Aerodynamic Window 
Schematic 


101 


The material window is I lie alternalivi' lo I lie aerodynamie window. 
Tile malerial window lian all llie advanlaj^c'H in lerniH of nyHlem weifflil and eom- 
plexlly, l)ul a window material lias not lieen developed lliat can willisland a IiIkIi 
power CW laser lieam lor loiiK periods of linu' willioiil severe lieam alisorplion 
and siilisetpu'iil window railiire, Signilieanl progress lias lieeti made in n‘e(‘nl 
years in improving window maierials, resnlling in llie eapaliilily of liantllinn 
I'realer power li'vels, in lli(> eonlinKeliey lliat an aeeeplalile window malmdal is 
d(>velop('d, eavily window mountiiiK eonei'pls were desintu'd and are shown in 
n^ur(‘ <>M. I'lie major eone(>rn with tlie malerial window is whellier Ihe li-elinolonv 
will Im> availahli* liy Ihe l!)t)(< linu' pc't’iod. 



figure (iH. Cavity Window Mounting Coneept 



Diffuser 


(1) l■’llncllol^ 

A (llffusor system Is required at the exit of the optical cavity to 
effieienlly convert tlie kinetic energy of the supersonic flow into a static pressure 
rise and to establish a relatively low Mach number subsor*c flow field that can 
be ducted to other components with acceptable pressure losses. For example, 
in llu! 1-Mw device the diffuser approach Mach number is 3,81 with a correspond- 
ing sialic pressure of 0.0032 MN/m^ (0.47 psia). Through a scries of oblique 
and bifurcated normal shocks, this flow is diffused until an exit Mach number of 
approximately 0,2Js reached and the static pressure has Increased by a factor 
of 10. 


(2) Design Specification- 

The following diffuser conditions wore established to provide the 
system parameters defined in the 1-Mw system.4cslgn table. 



Inlet Mach number 

3.81 


Kxit Mach number 

0.20 


Recovery factor 

0.67 


Contraction ratio 

4.7 


Tlu'oal length/inlet throat height 

13.0 


Total length/inlct height 

8.54 


Injection flowrate, ^/{ 

Supersonic contraction half angle,_ 

8.0 


deg 

Subsonic diffuser half angle. 

6.0 


deg 

3.5 


Injector area ratio 
Diffuser minimum run time,. 

5.0 


sec 

600.0 


Diffuser ovcrl)oard leakage 

None 


Operational envi ronment 

Space or airborne 

(:n 

Critical Aspects 


il^m. 

Kffccls 

■•solution 

Dneooled Diffuser High metal temperatures 

Use sheet and stranger or 

Design 

with resultant low allow- 

composite design with 


able stresses 

thermal isolation of-outside 
structure 

High Internal Ijarge load for diffuser 

Use sheet and stringer or 

Flowpalh 

structure 

composite design with 

Pressures 


internal struts to provide 
stiff- structure 

kiowpalh 

Flowpalh distortions 

Use struts to control flow- 

Geometry 

will adversely affect 

palh shape accurately 

Variations 

diffuser performance 



M££ig. 


Solution 


iim 


Bypass Duct 
and Doors 


Bleed Do 'I 
Actuators 

Sidewall Injection 
System 


Doors would recircu- 
late Qow into diffuser 
upstream of Uu’oat 

Slow actuators will - 
prevent start 

Establish boundary 
layer control 


Use loaded ledRc-typc seal 
for operation at 22rO'’F 
and return vent bleed duct 
to supply tank. 

Use rapid response pneumatic 
system actuators Cor door 
actuation In less than.2/3 sec 

Injection system- throat gap 
controlled to be 0. 025 cm 
(0.010 in.) 


(4) Description 

(a) Diffuser Performance Trades 

Extensive model testing at UTRC has resulted in numerous design 
concepts and performance trades that were considered in the selection of a dif- 
fuser for this closed— cycle GDL, The diffuser configurations that have been 
investigated include the conventional fixed geometry, various strut segmented 
arrangements, and numerous variable geometry supersonic aircraft inlets 
(Reference 6). In addition, a high-contraction-ratio conventional -diffuser 
with boundary layer bleed provisions (Reference G) was considered,. These 
test programs have investigated the performance trades associated with the 
following parameters; 


1. Diffuser length 

2,. Boundary layer control devices 

3, Laser cavity leak^e 

4, Supersonic contraction ratios 

5, Struts 

G. Endwall precompression 

7. Injector base step heights 

8. Straight section lengths 

9. Subsonic area ratios 


The presence of mirror boxes in the laser cavity results in a sig- 
nificant buildup of endwall boundary layer upstream of the diffuser section. 

The boundary layer is a region of relatively low kinetic energy and is detrimental 
to high diffuser static pressure recovery. Boundary layer control devices, such 
as flow deflectors, vortex generators, wall suction, and injection, are important 
to ertergi/.e the boundary layer and enhance pressure recovery. 

Based on extensive GDL diffuser model testing conducted at UTRC, 
the baseline diffuser pressure recovery levels without boundary layer control 
devices should be approximately of normal shock. Obviously some sort of 
augmentation, such as blowing, boundary layer bleeding, or vortex generators, 
will be required to ensure adequate diffuser performance for the closed-cycle 
application. 





Kxtcnslve model testing at DTIIC has shown that endwall and sidewall 
Injection Is an cfCectlvc method to energize the boundary layer and Improve the 
diffuser performance. Ucferonce G documents that near-normal shock recovery, 
based on diffuser Inlet Mach number, can be realized with small amounts of In- 
jection as long as (1) the throat section Is sufficiently long to contain the* nownal 
shock system and ensure adecjuate mixing of the boundary layer with the maln- 
strcani flow, and (2) leakage into the optical cavity Is controlled to a low level. 

Based on the general trends shown In. Reference G, an Injection 
flowrate of 8 ^, was selected to ensure adequate boundary layer control. The 
Injector flow nozzles will be spaced along the full perimeter at the Inlet to the 
diffuser straight sections. Boundary layer buildup will be significantly greater 
on the narrov/ endwalls due to the presence of the mirror boxes and shutters. 

Thus, endwall injection flowrates will be twice as high per unit of perimeter 
length as compared to the sidewall injectors. Model testing, however, wall be 
required to confirm this flow-split to ensure adequate boundary layer control. 

(b) Startup Cycle 

The starting sequence requires that the nozzle pressure ratio be 
increased until the critical pressure ratio is reached and the nozzle throat 
becomes choked. An additional Increase in pressure ratio will cause a normal 
shock to move downstream of the nozzle throat and into the optical cavity section. 
Additional movement of the shock into the diffuser will require the diffuser throat 
area to be ^proximately 859( of the cavity exit area. This increase in area could 
be provided by one of several techniques discussed in the following paragraph. 

After the shock has been swallowed and becomes stabilized in the diffuser throat 
section, the diffuser effective throat area is decreased, resulting in a corre- 
sponding increase in pressure recovery. 

The diffuser throat area can be modulated by the following techniques. 
Diffuser area scheduling involves using a movable center plug. This technique was 
initially considered, but rejected due to severe problems associated with cooling 
and actuation. Another method to provide- area modulation is by use of movable 
sidew'alls along the full length of the diffuser. This concept is similar to variable 
geometry supersonic wind tunnels and requires extensive use of actuators and 
efficient sealing devices. As with the movable plug, this concept was considered 
but later rejected due to the complexity and weight penalties. The most attractive 
method is by means of a bypass bleed door upstream of the diffuser throat. 

During the starting sequence, a substantial amount of cavity flow is diverted 
around the diffuser to ensure that the shock is swallowed and stabilized in the 
throat section. The bypass flow reenters the system in the subsonic section 
of the diffuser through another movable door. The advantages to this concept 
are minimized seal surfaces, modest actuator forces, and no additional problems. 

Thus, the requirement for a variable geometry diffuser to ensure 
reliable starting and high pressure recovery has led to the selection of a con- 
ventional diffuser design with provisions for start bleed and boundary layer 
control. This design offers high performance as demonstrated by model testing 
when compared to vaned or centerbody diffusers. 
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(c) Selected Concept 

The aelccted diffuser configuration and flotvpath Is shown In fig- 
ure 69, The single-bypass. configuration was preferred over a symmetrical 
bypass diffuser, based on steady-state performance advantages due to the 
reduction in leakage and the elimination of an additional set of. seals, bypass 
doors, and actuators. The Inlet and exit bypass doors are operated by pneumatic 
actuators using lasing fluid to prevent contamination of the loop In the event 
of actuator leakage. The upstream door Uses a "flex" hinge to provide a perfect 
seal at the convergent section of the diffuser. The bypass doors are contained 
within the all-welded envelope containing the lasing fluid flowpath for positive 
leakage control. The bypass loop Is vented to the supply tank return system 
to scavenge any door leakage from the ledge-type seds that could recirculate 
Into the diffuser and degrade performance during.supersonlc operation. 

The diffuser structure uses a sheet and stringer-type design con- 
figuration. The transient and steady-state pressure loads are realsted by the . 
external beam-like structure. The primary and b 3 rpass gas flowpaths ace 
stabilized by connecting stringers and cross pieces supported by the external 
structure and by internal struts. Sufficient thermal isolation is provided 
between the gas flowpath and the external structure to prevent the outer portion 
of the structure from reaching the main stream temperature. 

Compressor 

(1) Function 

A compressor Is required in the closed-cycle GDL system to re- 
circulate the laser medium and maintain the pressure ratio and flow parameters 
necessary to sustain the flow of an optically active medium from which laser 
power is extracted. In essence, the compressor is the major source of energy 
being transferred to the active medium with the only other source being by way 
of the heat source heat exchanger. Thus, the compressor must compensate 
for all pressure losses in the system. 

Compressor efficiency is a major parameter affecting system perr 
formance because the primary parameter to measure system performance is 
the ratio of extracted laser energy to supplied energy. Due to the steady-state 
nature of this GDL system, the compressor can be designed for high efficiency 
at a single design point, as opposed to some applications that require com- 
pressor performance trades to operate over a range of conditions. 

For the purposes of this study, the- compressor package includes 
the compressor acrothemodynamlc flowpath, compressor exit duet diffuser, 
exU turning duct, rotor shaft bearings, power shaft housing, power shaft, 
and power shaft seals. 
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(2) Design Specifications 

The following requirements were established for the compressor 
package. 


1. The configuration must be compatible with the system 
parameters defined In the 1-Mw system design table. 

2. High efficiency shall have primary Importance with 
weight..and size considered as secondary. 

3. The compressor shall have a minimum 10% stall margin. 

4. The compressor design shall be an uncooled metal 
configuration within the technology projected for the 
year 1990, 

5. The compressor must be compatible with the space 
or airborne environment. 

6. The compressor must be capable of operating for a 
minimum of 600 sec per cycle. 

7. The compressor drive shaft shall not Impart axial 
thrust loads to the. prime mover. 

8. The power shaft seal shall have long life and zero 
leakage. 

9. The compressor cases and ducts shall have zero leakage. 


(3) Critical Aspects 


Item 

Effects 

Solution 

Compressor 

Stalls 

Stalls cause violent vibra- 
tions of the rotor assembly. 
This can cause performance 
deterioration, and structural 
damage 

Maintain a minimum of 
10% Stall margin 

High Rotor 
Speeds 

Possible structural failure 
due to critical speed limita- 
tions 

Decrease rotor speed with- 
out sacrificing performance 
by Increasing the number 
of stages 

Compressor 

Length 

Compressor length Increases 
rotor flexibility. This can 
cause performance deteriora- 
tion and possibly structural 
damage 

Shorten the compressor by 
using fewer stages or use 
additional shaft bearings 

High 

Efficiency 

Performance and stall margin 
are Inversely related 

Design accurately to the 
10% stall margin limit 


108 


7 


Item 

Transients 

(Startup/ 

Shutdown) 


Start/Stop 
Transients 
and High 
Speed Bearing 
Rubs 

Bearing 
Thermal Dis- 
tortioa 

Bearing Foil 
Material 


Radial 

Clearance 


Dynamic Power 
Shaft Seal 


Dynamic Seal 
Heat Genera- 
tion 

Static Power 
Shaft Seal 





Effects 

Transients can force the com- 
pressor into stall and can-- 
create thermal gradients 
which cause rubs between 
moving and stationary parts 

Surface damage; technology 
requirement for Improved 
surface coatings. Solid 
film lubricant is essential 

Gas bearings are sensitive 
to housing/shaft misalign- 
ment 

Heat generation unlcnown 


Compressor tip clearance 
affects performance 


Near zero leakage required 


If heat generation is too 
high, the ferrofluid evapora- 
tion rate will be accelerated 

A near-zero leakage static 
seal is required to p.revent 
the lose of fluid 


Solution 

Design compressor clear- 
ance to increase during the 
transient and control opera- 
tion to avoid stall 

Reference 7 recommends 
development of sputtered 
hard coatings of silicon 
nitride (Si 3 N 4 ) or possibly 
chrome oxide 

Design to ensure that thermal 
distortion is minimized. No 
new technology is required 

Run tests to determine heat 
generation. Inco 718 appears 
to be best material for tem- 
peratures up to 811 to 922°K 
(1000 to 1200°F). Bearing 
housings are cooled with 
compressor fluid 

The tip clearances can be 
small since the maneuver 
loads are low and there is 
only one steady-state design 
point. The only clearance 
required is for surge loads. 

A centrifugal fcrrofluidic 
seal is recommended. 

This will provide a low- 
leakage rate seal 

Cool with fluid from the 
radiator at 3(57"K (200° E) 

A fcrrofluidic magnetic seal 
is recommended. This 
provides low leakage, while 
providing a means to retain 
the fluid from the dynamic 
seal in static condition 
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Item 


Effects 


Solution 


Static Seal 
Ev^oratlon 


Static seal fluid evaporation 
to space environment 


A carrier fluid must be 
selected for the ferrofluld, 
which has a very low v^or 
pressure, such as poly- 
phenylether or dlester,. 
Also provide a reservoir 
to give replenishment 
c ^ability 


Compressor Rotor has large thrust 

A thrust balance disk is 

Thrust 

unbalance because the 

provided on the power shaft 

Balance 

compressor, is not balanced, 
against the drive turbine 

outside the flowpath 

(4) 

Description 


(a) 

Aerothermodynamic Flowpath 



A parametric study was conducted to evaluate the compressor effi- 
ciency trades based on compressor correlations substantiated by the Low- Aspect- 
Ratio Compressor (LARC) experimental studies (Reference 8). Parameters 
that were varied in the study included aspect ratio, gas chord ratio, number of 
stages, and inlet specific flow. The results of the parametric study are sum- 
marized in figure 70, which indicates the compressor adiabatic efficiency versus 
the number of stages with families of curves for constant speed lines, constant 
compressor length, and constant inlet specific flow. The stall limit line has 
been superimposed on these data. The five-stage compressor with a specific 
flow of 16 kg/sec (35 Ibjn/sec), which has a relatively high adiabatic efficiency 
of 0. 908*^ , was selected for evaluation in the conceptual design. 


The conceptual design of. this uncooled compressor contains a low-aspect- 
ratio drum rotor with cantilevered stators (figure 71). In this application, 
cantilevered stators with low tip clearance offer a performance advantage relative 
to shrouded stators. Conditions are favorable for low tip clearance because the 
system has a single steady-state design point, the rotor is relatively stiff, and 
adequate surge margin (10*^) has beeii.provlded* 

The compressor inlet distortion is intentionally minimized by 
positioning the input power shaft on the compressor exit, because high per- 
formance is a primary goal and it is advantageous to operate with a low surge 
margin. The power shaft is enclosed in a housing in the turning duct and exit 
vane case. The turning duct is a 90 deg elbow with a bend radius of two times 
the diameter. The exit vane case is also a 2:1 area ratio diffuser that reduces 
the fluid Mach number and friction losses prior to entering the turning duct. 
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Turning Duct 



Figure 71. IMW Compressor 
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(b) licai^ing Consideration, Soloetion, and Concept 

Three basic types of bearing concepts were considered for the 
eomprcssor; a conventional rolling element bearing, a hydrodynamic gas 
bearing, and an unconventional rolling element bearing. The advantages and 
disadvantages of these concepts are presented in table XV. The foil-type 
hydrodynamic gas bearing was selected for primary consideration because 
it eliminated (1) the potential of contaminating the lasing fluid with the bearing 
coolant and (2) the requirement for separate seals, lubrication, and cooling 
systems (figure 72). The foil-type hydrodynamic gas bearing has the following 
advantages over other gas bearing concepts: 

1. Greater load capacity at low supply pressures 

2. Higher bearing stability margin 

3. Tolerance to rotor and housing distortions 

4. , Ease of assembly and Installation 

5. Low fabrication cost. 

The compressor conceptual design contains four gas bearings, as 
shown in figures 73 through 75. Three are journal bearings, one located at 
each end of the drum rotor and one at the end of the input power shaft. The 
fourth is a double-acting thrust bearing located at the front of the compressor. 
The front and thrust bearings are supported by the inlet guide vane case. The 
rear rotor bearing is supported by the exit vane case. The compressor will be 
supported from these two locations. Because weight is not critical, these 
bearing supports and mount rings will be made stiff. This is desirable to control 
rotor deflections and critical speed. Also, an additional bearing can be added 
in the center of the rotor if the detail design indicates it is needed for critical 
speed considerations. The power shaft bearing is supported by a ring where it 
protrudes from the turning duct. This ring can carry bearing loads directly 
to a support mount. The journal bearings were sized to take a 3g radial load 
while running, based on a unit loading of 0. 24 MN/m2 (35 psi) (Reference 7). 

The thrust bearing can accommodate the 3g axial load with either a nickel or 
titanium alloy rotor, based on a unit loading of 40 psi. 

There is a wide range of materials available for the compressor in 
the recuperator cycle because it is not subjected to a high temperature environ- 
ment. Candidate materials Include all the nickel-base, titanium, and stainless 
steel alloys. The freedom of the final selection should remain open until the 
detailed design is performed so the selection can be based on the results of the 
detailed thermal and stress analyses to achieve proper clearance during the 
cycle transients. 

(c) Thrust Balance 

This compressor rotor has a large thrust unbalance of 31,138 to 
40,034 N (7,000 to 9,000 Ibf) because it is not balanced against the prime mover, 
A thrust balance disk on the power shaft was selected as the most desirable 
technique to balance this force (figure 75). The disk uses labyrinth seals with 
leakage of less than 0. 14 kg/sec (0. 3 Ibm/sec) that will have little effect on 
performance. The following is a discussion of thrust balancing concepts that 
were considered and rejected as less desirable. A gas bearing was excluded 


113 


hccauflc the thrust load was considored loo large, requiring an clghl-slagc 
Htaeked bearing that Imposed excessive manufacturing tolerances and assembly 
problems. A grease packed bearing could not tolerate the heal generation. 

A lubricated ball bearing, located outside the flowpath seal, would position, 
the shaft axially from the bearing location, but would Intluce a thermal growth 
prol)lem between the case and the rotor during transients. 


Table XV. Bearing Concept Considerations 


Advantages 

Disadvantages 

Conventional Rolling Element Bearing 


With conventional cooled lubrication compartment 

Proved design technology 

Separate lubrication and 
cooling system required 

High load carrying capacity 

Bearing compartment lealcage 
will contaminate lasing fluid 

With grease pack lubrication 


P-rrmnH_ design technology 

Heat generation too high for 
600 sec or longer run without 
cooling 

High load carrying capacity 


No separate lubrication and 
cooling system required 


Hydrodynamic Ga& Bearing 


Lubricated with lasing fluid 
(no separate system required) 

Limited experience 

No high temperature limit 
beyond that of the structural 
and surface materials 


Not life limited when opera- 
ting on a full-hydrodynamlc 
film 


iinennvetiHonnl UoHinir Element Bearing lUnlubricatcd Silicon Nitride Ball Bearing) 

Lower heat generation than 
steel bearings (Reference 9) 

Little experience (considered 
too risky for this application) 

No separate lubrication and 
cooling system 


Higher temperature capability 
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Figure 73, Hydrodynamic Thrust and No. 1 Journal 
Gas Bearings 



Figure 74. Hydrodynamic No. 2 Journal Gas 
Bearing 





(d) Seals 

The power shaft must have a dynamic and static seal with near-zero 
leakage for containment of the lasing fluid. The centrifugal ferrofluidic seal was 
selected for this application because it had demonstrated zero leakage capability 
(Reference 10). This seal functions as a centrifugal seal during dynamic operation 
and as a magnetic seal for static conditions. This seal package is shown with 
cooling provisions in figure 76. A face seal was also considered for this applica- 
tion and rejected because of its leakage rate of 0.0009 kg/sec (0.0019 Ibjyj/sec). 

The cases and other connections for the airborne system can use 
Vlton or Kelrez O-rlng seals. Kelrez has a long life operating temperature 
range of 280 to 560“K (-65 to 550° F). For the nonservlceable or resupplyable 
space system, the split case and mating "tee" joints can be permanently sealed 
by welding or brazing. 

Recuperator 

(1) Function 

The recuperator's function in both the space and airborne GDL is to 
Increase the system’s thermodynamic efficiency by recovering energy from the 
diffuser exhaust and returning it to the laser medium downstream of the com- 
pressor. The recuperator is located downstream of the diffuser. In the design 
of the recuperator, primary attention is direeted to achieve the thermal effective- 
ness goal with secondary priority given to volume, weight, cost, and structural 
material considerations. 
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Figure 76.- Centrifugal Ferrofluidic Shaft Seal 


(2) Critical Aspects 


Item Effect 


Columbium Possible laser medium 

Material material reactions 

Recuperator 


Complex Heat 

Exchanger 

Surfaces 


Thermals 

During 

Startup 


Small passages make 
coating of metal difficult 


Difficulty in manufactur- 
ing the recuperator 

Distortion and possible 
failure of device com- 
ponents 


Solution 


Use a protective coating 
for columbium, or use 
lower strength nickel-base 
alloys 

Use simpler, less efficient 
surfaces or gas passiva- 
tion coating 

Use brazed construction 


Startup transients minimized 
by a gradual heating of the 
system to steady-state con- 
dition 


(3) Description 

The recuperator concept was selected on the basis of a parametric 
design analysis of core geometry configurations. The high thermal efficiency that 
is required of this heat exchanger limits the core configuration to either a counter- 
flow or multipass cross-counterflow heat exchanger. The core geometries con- 
sidered for this device were mainly plate-fin surfaces because these surfaces are 
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especiaily efficient when both fluids are gases. With the plate-fin design, a large 
lieat transfer area per unit volume ean be achieved. The types of plate-fin surfaces 
eonsidered for the recuperator were plain plate-fin (rectangular and triangular) 
and a louvered plate-fin. The louvered-fin design has fins that liave been bent into 
tlie gas stream, thus reducing boundary layers and Increacing heat transfer con- 
ductances. Also, one finned-tube, multipass, cross-eounterflow design was con- 
sidered. Tile major advantage of the finned tulie is Its al)llity to withstand high 
pressure differentials between the hot and cold sides. These core configaratlon 
(ieseriplions are summarized in table XVI.- 


Table XVI. Heat Exchanger Core Configurations 


Deslgnar 

tion 

Descriotion 

Fin/Per 
cm tin. ) 

Plate Spacing ♦ 
cm (in. ) 

A 

Plain plate fin (rectangular) 

28.2 

(11.1) 

0.63 

(0. 25) 

H 

Plain-plate fin (rectangular) 

13.5 

(5.3) 

1.19 

(0.47) 

C 

Plain plate fin (rectangular) 

15.7 

(6.2) 

0.65 

(0. 256) 

D 

Plain plate fin (triangular) 

118.0 

(40.45) 

0.25 

(0. 10) 

i<: 

Plain pLale fin (triangular) 

43. 1- 

(10.90) 

0.65 

(0.256) 


Louvered plate fin 

15.4 

(0.00) 

0.63 

(0.25) 


A (;ompai’ison of volumes for these core configurations of table XVI is 
shown in figure 77 plotted versus reduction in recuperator pressure loss from the 
base design. 'J’he data in this fig-ure indicate that the recuperator size is signifi- 
cantly more sensitive to core configuration than to pressure loss. 

Rccupeiator conceptual designs were performed with core configura- 
tions A and D, as sliown in figure 78. Configuration I) was selected as a core with 
j’clatively large fin spacing that cum be fabricated and coated with technology pro- 
jeeterd for the year 1990. Configairation A represents a recuperator that would 
rc^quire a significant advancement in core fabrication and could only be coated by 
gas passivation. To achieve tlic counterflow plate-fin recuperator configuration,, 
triangular end sections on the core are used to manifold the hot and cold gases 
into the core. 

The type of structunil material used in the recuperator is of primary 
(concern. A material such as columl)iimi appears to be a natural choice for its 
high temperature strcngtli and relatively liigh thermal conductivity. However, at 
(dcvalcd temperatures, llic i-cuictivity of columl)ium with the lasing medium is not 
known and may cuuisc; coi’rosion or eml)rittlement. The use of a coating to protect 
coluinbium probaldy is reciuircd and would reduce Hie thermal conductivity, in- 
crease cost, and perhaps impose limitations on the core geometry to accommodate 
the coating process. Otlicr materials candidates include the dispersion-ha udened 
nickel-based alloys. Tlic sensitivity of the most efficient recuperator core con- 
figuration (surface D) to (dianges in metal thermal conductivity is shown in figure 
79. 
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The prolectlvo coatings for colunibium alloys consist primarily ol' the 
sillcidc coatings which may he applied Ijy (dtli(>r a slurry or a vapor phase l(icluiiqu( 
suicide coatings of this type are good up to around l&2r>®K (3000®F). 

The recuperator is an integrated brazed assembly lor Quid leakage* 
control. Candidate braze materials for refracU)ry materials are* listed in tal)l(! 
XVII, from Reference 1 1. 

K « 72.6 W/m/OK«(42 Btu/hr/£t/QR ) 
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Figure 77. Effect of Pressure Loss on 1-Mw 
System Hecuperator Volume 
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Figure 79. Effect of Core Material Thermal 
Conductivity ott 1-Mw Recuperator 
Volume 


Table XVII. Brazing Materials for Refractory Metals 


Flow Points of 
Selected Filirr Met.il Compo* 
sitiohsfor Brazing Ref rdctofy 


Ailuy 

composition, 

Flow point-> 

wt -f, 

f 

•c 

T». V-Cb 

30T* - 65V 5Cb 

3400 

ib;o 

5T* . 65V - 30Cb 

3300 

1820 

lOTo - MV ♦ ICCb 

3400 

u;o 

tOTo - 30V 40Ct 

ii60 

2010 

lots . tOV * 30Cb 

3500 

1930 

?5T» - 50V - 25Ct 

3400 

1820 

5Ta - MV - 5Cb 

3400 

l£70 

?0to - bOV - ?0Cb 

340w 

1870 

Ta- V-Ti 

lOT^ - 40V - 50Ti 

3lS0 

1750 

15T ^ - ?5V - $0Ti 

3000 

1650 

5Ta-20V-?5T. 

3000 

1650 

10Ta-?0V- 70 Ti 

3000 

1650 

30Ta- 35V-351I 

3100 

1705 

;OT5-50V-30Ti 

3200 

1760 

tOU-65v-51* 

3350 

1145 

- yt\r 




Results of Brazing 
Filler Metal Remelt 

“Temijctiituie. • 


Filler 

metal 

CempovtIOn. 

Bta^ 

Re 

ApprOK 

imate 

melting 

point 

wt Tf 

mg 

melt 

nsb 

25Ta ♦ 50V - 25Cb 

3400 

4530 

1130 

30T» * 40V - 3o:;b 

3500 

3630 

130 

'0Ta-65v-5Cb 

3400 

4170 

770 

5Ta-65v- 30Cb 

3300 

4170 

870 

30Ta-65V-5Ti 

3350 

4350 

1000 

25ta-55V - 201. 

3450 

39» 

140 

70Ta-5OV-i!0T: 

??00 

4350 

1150 

l3Ta.40V^50Ti 

3rw 

4450 

1150 
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Ileal Sink Heat ICxchatiRcr 
(1) Kunclion 

The heat sink's function in both the space and airborne CJDL system 
is to reject excess heat from the lasing medium. Tliis excess heat results 
primarily from Ute adiabatic inefficiency of the compressor, which supplies 
more heat than the lasing action extracts. The heat sink is located downstream 
of the recuperator "hot side" outlet,, as illustrated in the recuperator cycle 
schematic. The space cycle heat sink uses a liquid coolant loop through a 
radiator to dump waste heat, whereas the airborne heat sink uses external air 
as a cooling source. In the design of the heat sink, primary importance was 
assigned to achieving the cycle thermal effectiveness, with secondary considera 
tion given to such factors as volume, weight, cost, and structural material. 


(2) Critical Aspects 


Item 

Effect 

Solution 

Aluminum 
Base Material 
fc»' Heat Sink 

Possible large strength 
fall-off with higher tem- 
perature excursions 

Use nickel-base alloy if 
required 

Space Heat 
Sink Coolant 

Possible decomposition of 
MIPB at high temperatures 

Substitute other organic 
working fluids, such as 
toluene 

Thermals 

During 

Startup 

Distortion and possible 
failure of components 

Startup transients minimized 
by a gradual heating of the 
system 

(3) Description 




The heat sink heat exchangers were investigated by means of a para- 
metric evaluation of core configurations for both the space and airborne systems. 
The two systems use different heat sink fluids, which affect the core configurations. 
The space cycle uses an organic liquid coolant such as Monoisopropylbiphenyl 
(MIPB), lluml)le 3152, or toluene to exchange the laser fluid heat to the radiator, 
whereas the coolant fluid for the airborne system is air. 

The gas-to-llquid space heat sink can Ije either a finned-tube or plate- 
fin core configuration. However, for the gas-to-liquid coml)ination, the iinned- 
tul)c core normally provides a better match of heat transfer eoeffieienl and surface 
area and simplifies the construction of a leak-resistant core. The surface con- 
figurations studied for the space system are listed in table XVIII, 
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'Jilble XVIII. Space System Heal Sink Coro Coiifigu rations 


Designa« 

tion 

UcscrlDtion 

Fin Dor 

Tube OU 

Plate Snaclnij 

cm 

(in.) 

cm 

. . din, ) 

cm _ 

(In.) 

A 

Flrtuod flat tube 

28.75 

(11.32) 

0.25x1.87 

(0. 1x0.737) 



B 

Finned circular tube 

19.69 

*(7.75) 

1.72 

(0. 676) 

- 

- 

C 

Finned circular tube* 

20. 32 

♦(8.0) 

1.02 

(0. 402) 

- 

- 

D 

Finned circular tube 

22.99 

(9. 05) 

1.97 

(0. 774) 

- 

- 

E 

Finned circular tube 

21.15 

(8. 72) 

0.97 

(0. 38) 

- 

- 

E 

Finned circular tube 

22. 10 

(8.7) 

1.64 

(0.645) 

- 

- 

G 

Plain plate-finned 

28.19 

(11.1) 

- 

- 

0.64 

(0. 25) 

H 

Plain plate-finned 

117.98 

(46.45) 

- 

- 

0.25 

(0. 10) 


^Continuous fins 


All of these cores contain a multipass cross-counter flow configuration to provide 
high thermal efficiency. A comparison of volumes for the core configurations in 
table XVIII are plotted versus reduction in gas side pressure loss from the base 
design in figure 80. These data indicate that the heat sink, volume is significantly 
more sensitive to core configuration than pressure loss. Core configuration C 
was selected Cor the space system heat sink based on the following considerations: 
(1) configuration C is the most compact filmed circular tube core evaluated and 
has advantages relative to manufacturing simplicity, rclialnlity of sealing, lighter 
weighty and lower cost; and (2) configuration 11 and A were rejected even though 
they were more compact because the heat sink size was not a major factor and 
these cores were judged more difficult to manufacture and less reliable. The 
conceptual design of the space system heat sink is shown in figure 81. 

A similar parametric study was conducted for design of the airborne 
heat sink. The core geometries considered for this heat sink are plate-fin 
surfaces, since these surfaces are especially efficient when both fluids are gases. 
Large heat transfer area per unit volume can be achieved with the plate-fin design. 
The types of plate-fin surfaces considered arc shown on table XIX. 

The core volume comparison for the cross-flow configurations in table XIX 
is presented in figure 82 as a function of pressure loss. Configuration I was 
selected for the airborne heat sink core because it provided manufacturing sim- 
plicity and the relatively small size of this heat exchanger did not warrant the 
complexity of a more compact core. The conceptual design of the airliorne heat 
sink is shown in figure 88. 

The primary material selected for the heat sink heat exchanger was 
an aluminum alloy. The superior properties of this material that made it a 
prime candidate for low temperature heat exchangers were its high thermal con- 
ductivity and low density, in the event the cycle temperatures were increased 
l)evond the acceptalde temperature strength of aluminum alloys, then nickel-l)ase 
alloys could have been sui)stituted in this heat exchanger with an associated penaity 
in conductivity and weight. 
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Figure 81. Space 



Table XIX. Airborne System Ileal Sink (’ore Configu rations 


UE2Q 


Deseriotion 


Fin Dt^r 
n (in. 


Plain plate fin 

28. 19 

(11.1) 

0.G4 

Plain plate fin 

117.98 

(4G.15) 

0.25 

Louvered plate fin 

15.39 

(G. 06) 

0.G4 


K • 173 W..'m/®K • Btu/Hr ftV®R 
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Figure 82, Fl'fect of Pressure Loss on 1-Mw Airboriu 
System Heat Sink Heat Kxclianger Volume 











lU>al Hovu’ce Heat KxchanRt'r 
(1) FuneUoii 

The I'unetlon.ol' heat auuree heal exchangers in the space and airborne 
(11)1, is to replace the heat loss in the device and the loss due to the efliciency 
liudtation of the recuperator. The heal Is added by cycling litiuid Ulhluu) at 
ITHO' K through a heat source and a heal source heat exchanger, which is located 
downstream of the recuperator "cold side" exit, as prevlously-shown In figure >17. 


(2) Critical Aspects 


Columbium 
Material for 
Heat Source 
Heat Exchanger 


Complex Heat 

Exchanger 

Suutaces 


Thermals During 
Startup 


Effects 


Possible laser medium 
material reactions 


Reduced strength at liquid 
lithium temperatures 

Makes coating of metal 
surfaces, if required, 
difficult 

Makes fabrication dif- 
ficult 

Distortion and possible 
failure of device com- 
ponents 


Solution 

Use pi'otective coating 


Change material to higher 
strength tantalum 

Use a more simple core 


Use brazed construction 

Startup transients mini- 
mized by gradual heating 


(X) Description 

The heat source heal exchanger core geometry was evaluated by 
parametric design analysis. Due to the relatively low thermal efliciency re- 
quired of this heal exchanger, only single-pass, cross-flow configurations 
were evaluated. Finned-tube core geometries were studied for this device 
since this configuration normally provides the best balance of heat transfer 
coefficient and surface area for liquiii-to-gas systems. Also, the finned- 
lube arranKcnienl siniolifies the containment of the lltiuid lithium. Ihe coio 
configurations studied for the heat source exchanger are listed in table XX. 

The core volume comparison for the configurations in table XX is presented 
as a function of pressure loss in figure 84. These data indicate that the heat 
source will be small-regardless of which core configuration is selected, (’ore 
configuration (’ was selected for compactness and because it contained circular 
tulles that have a manufacturing simplicity and reliability advantage over llu* 

Hat tube configuration. 1'lic conceptual design of the heat source heal exchanger 

is shown in figure 85. 


Table XX. Soiiree Ib’nl FxehanK‘‘i’ Cei’e Conriu'uralioas 


Desiiriintion 


Dose riplion 


Kin per cm (In.) '1 ‘uIh> ()l), cm (in.) 


A 

l-'inned flat tulu^ 

28. H (ll.:i2) 

0.20 i)v o.o.') ( 0 . 1 i)v o.:;7:i) 

H 

Finned cii’euiar lubi^ 

1U.7 ('7.7.'-)) 

1.72 (0.(170) 

C 

Finned circular lulie 

20. :i (' 8.0) 

1.02 (0. 102) 

1) 

Finn(*d circular (ul)c 

22.2 ( 8.72) 

0.07 (0.08) 

' Continuous fins 
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PRESSURE LOSS REDUCTION 
FROM DESICN POINT, 7. 

Figure 84. Effect of Pressure Loss on 1-Mw 

System Heat Source Heat Exchanger 
Volume 
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Figure' R5. Heat Source 



'l'h (3 matoiials in thn lunil source heat oxchanKcr arc 8iil).lcclc(l lo 
a severe environment and must rcislsl altack by liquid lithium at 
cnr.tnn, and operate in (he IBOO-K (2700"U) lasing lluUl. MsUerial candidales 
are columl)iim» (niobium) and tantalum, which show good resistance to attack 
l)y the alkali metals. However, columblum and tantalum are sul)ject o nitrogen 
embrittlenumt at high lemporatures. The severity of the problem, which is 
lime and temperature dependent, should be experimentally evaluated. Ik)th 
materials can be protective coaled if reciuired. t’olumbinni is prelerred lor 
this heat exchanger from a consideration of thensal conductivity and density; 
however, the final material selection between columbium and tantalum should 
1)0 based on the results of an experimental envlromiiental compatibility 
evaluation. 


This heat exchanger is an Integrally brazed assembly for fluid 
containment control. Candidate braze materials for refractory materials were 
previously presented in tal)le XVll. 


Ducting 


(1) Function 

The function of the ducting is to contain and direct the lasing fluid 
l)etwecn components with acceptable pressure losses and zero leakage. The 
ducting must also provide for a smooth flow transition between rectangular and 
circular shapes and for providing low loss fluid turning, such as between 
rectangular diffuser exit and the circular shapes and for providing low loss 
fluid turning, such as between rectangular diffuser exit and the circular re- 
cuperator inlet. 


(2) Critical Aspects 


Item 

Duct Pressure 
Ijosses 

Leakage 


High Tempera- 
ture Seals 


Kffects 


increased requirements on 
the compressor 

Loss of lasing medium to 
ambient 


Leakage to spaec 


Solution 

Size ducts for a low Mach 
number flow of 0. 2 or less 
to keep pressure losses low 

Use welded ducting wherever 
possible to minimize leak 
paths 

Develop high temperature 
seals to minimize leakage 


(2) Description 


The general physical characteristics of the closed-cycle GDL system 
ducting were evaluated to provide data for the system assessment of complexity, 
weight, and size. The study has been organizeil by separating the ducting into 
categories relative to the type of Joint and duct contour. The results of the study 
arc summarized in the tabic on figure 8fi, which indicates the type, diameter, 
and material of each duct. The respective location of each duct is denoted on 
the cvclc schematic (figure 8r.), The ducts have been defined as types A, H, or 
for which conceptual sketches arc depicted in figures H7 through 89. 



Schematic 




Section A-^ '"side 

Diameter 


I 



Component 


Figure 87. Type A Duct 



Laser 

Component 



High Temperature 
Metal Seal 


Figure 88. Typo H Duet 





Figure 89. Type C Duct 

Type A ducts connect components of similar materials. These ducts 
arc welded to the components they connect and offer no potential leak paths. 


Type B ducts connect components of dissimilar materials, or com- 
ponents, which require a bolted connection. These ducts use a seal at the joint 
to minimize leakage. The development of a high temperature zero-leak seal 
is an item subject to development and experimental verification. 


A type C duct is a rectangular transitional duct between two com- 
ponents of a different cross section, such as the duct from the diffuser exit to 
recuperator inlet. Ducts of this type, with large plane surfaces, require ex- 
ternal ribs and internal sltiuls for structural support. 

TECliNOLOGY CONFIRMATION 

The objective of this Task was to assess the technology requirements of 
the components for the recuperator closed-cycle GDL for space and/or airborne 
operation and to define component demonstration programs that can be used to 
develop and/or evaluate the leasibility of the closed-cycle GD1<. 

A general assessment of the extent that the Individual component tech- 
nology exceeds current engineering 8‘ale-of-the-arl technology was m^lc based 
on the judgment of engineers working in the GDD iield and knowledgeable in the; 
related theory, component design, material properties, and fabrication concepts. 
The results of this assessment are summarized in table XXI. This table was 
devised as a guide to provide a general indication of the extent that the component 
technology exceeds currently available hardware to establish which components 
are candidates for experimental demonstration programs. 


135 


Table XXI* ladividual Component Technology Assessment 


State-of-the-Art 
(No VecLflcatlon 


New Configuration 
(Should Be 
Demonstrated) 


Advanced Technology 
(Demonstration 
Required) 


Nozzlc/Cavity 


X 

X 

Optics 



X 

Diffuser 



X 

Recuperator 

Heat Source Heat Exchanger 
Heat Sink Heat Exchanger 

X 

X 

X 

Compressor 

Ducts 

X 



Outside Scone of Study 




Space Radiator 
Controls 
Prime Mover: 


X 

X 

X 

Airborne System 
Space System 


X 



The most direct approach to arrive at a closed-loop GDL system demon- 
stration, is to develop each of the major components individually to the require- 
ments of the closed-loop and construct and test the system using these com- 
ponents. The system, and the components developed for it, can be scaled to 
reduce cost and lead time. However, even in a reduced scale, this approach 
is expensive and time consuming. 

An alternate approach, which would significantly reduce the cost and lead 
time required to achieve a closed-cycle demonstration, involves the use of ex- 
isting components where possible to construct a closed-loop GDL. The scale of 
the demonstrator could be selected to be compatible with existing hardware, 
such as a cavity /nozzle/ivanifold assembly, a compressor test rig, and facility 
heat exchangers. 

New components would be provided to supplement existing rigs where 
necessary. A closed-loop system of this type would have certain limitations 
compared to a new scaled system; however, this approach could provide answers 
to many of the technical questions associated with closed-loop operation. The 
lost unit couUl be upgraded as new components are developed. 

The following four technology confirmation experimental demonstration 
pi’ograms are recommended to develop and substantiate the technology base 
needed for closed-cycle GDL application. The first program covers the establish- 
ment of a closed-loop system that will be used to investigate system eftects atui 
to evaluate components that have completed preliminary development. The other 
three prograjus are for individual components and cover the diffuser, recuperator, 

and optics. 


The priority of the component development programs was estabUshed on 
the basis of tlie erltiealHy of. the technology for the closed-cycle GDI, .system. 

The diffuser development is assigned the highest priority Ijccausc the unique 
requirements of the closed-loop diffuser and the achievement of an acceptable 
diffuser pressure recovery have a major influence on the compressor horsepower 
requireiiumt and tlius tlu; overall, cycle efficiency,. 'I'hus, a nt?w specifically 
designed and developed diffuser is required for the closed-loop GDI, test systeu 
The recuperator development has the potential of significantly reducing the 
overall loop weight and is therefore assigned the second priority. The optics 
were assigned third priority because this technology area is currently undei'- 
going intensive I'eseai'ch and since existing optics can be used in the (dosed-loop 
demonstrator, it would be prudent to review the technology advancements in 
this area later in the program. The organization and phasing of these three 
develoijmcnt programs into a closed-loop GDI, development plan is sun'inurizcd 
in figure 90; the timing of this plan is flexible and can be varied to matcli the 
availability of funding. 


Closed Loop GDL Test System 
Scaled Model Desiyn 
Fabricate Scaled Model 
Conduct Closed Loop Test 
Program 

Diffuser Development 

Subscale Model Evaluation 
Subscale Model Demonstration 
Closed Loop Test 

Recoperator Development 
Core Material and Coating 
Evaluation 

Core Configuration Evaluation 
Scaled Prototype Closed Loop Test 

Optics Development 



12 3 4 

Years From Initiation 


Figure 90, IVchnology Confirmation Program Summary 
Clos(Ml-Cyclc GDI, System Experimental Investigation 

The goal of this pi’ogriuu is to experimentally investigate the system and 
component integration efb’cts of the closed-loop GDI,, Specilieally, this program 
will combine components to provide a closed-loop system test bed that will be 
used to investigate such characteristics as system starting, dynamics, eonfrols, 
stability, component performance, and performance degradation. 

This plan is formulated to start closed-loop testing (with a low initial 
expenditure) by using as many existing t;omponents as possible to perform the 
preliminary testing. 'I’his approach will provide early definition of the system 
asp(!cts that reciuire fuilhcr development and will provide tlu> flexibility lo direct 
resea I'ch consislent with -available resources. 
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A Ihreo-Task progcam is rcccHtimonded to provide tlu* facilUy and perform 
the experimental investigation of the closed-loop system, as shown in table XXII. 
Task I involves a design study of the system to establish the loop operating con- 
ditions and configuration. I'T’om this study a system size will be selected that 
permits tlie use of as many existing components as possililc without compromising 
the technical olyectives. Facility design layouts will l)c prepared for the selected 
system. Task 11 consists of the fabrication of the new and mating hardware, 
the asstmilation of availal)le hai’dware and of components from the dcmonstiation 
programs, and the assemldy of the test system, and will conclude with a checkout 
of this facility. Task 11! consists of conducting the closed-loop test program. 

Table XXII. Closed-Cycle GDL System Experimental Investigation 


T.ASK-I - SCALED MODEL DESIGN 

I’erform Scaled Model Design and Cost Trade Study 
Select Model Scale, Components and Configuration 
Conduct Facility Design 

TASK II - fabricate SCALED MODEL 

Fal)ricate New Components and Mating Hardware 
i’repare Closed-Cycle Test Fiicility 
Assemble Test System 
Perform Facility Checkout 

TASK III - CONDFC'LCLOSED-LOOP I'EST IMIOGIIAM 

Substantiate Closed-Loop Feasibility 
Establish Closed-I.oop Control 

De monstrate Diffuser Operation 

The test program will be planned to investigate the following aspects of 
closed-cycle GDI. operation, 

1. The feasibility of sustained closed-loop operation will be 
determined. The cavity small signal gain will be monitored 
to verify that system performance does not deteriorate with 
time. 

2. The performance of components that have completed pre- 
liminary development will be evaluated in the elosed-loop 
system. 

:i. A control technique will be designed and developed for the 
operation of this closed-loop system. 'I’he experience and 
data derived from the operation of this .system will assist 
in the development of a control system tor a p(»ssil)le future 
full-scale, closed-loop system. 

4. The diffuser starling concept and performance wilt Ite evaluated 
in the elosed-loop system. 


SystcMTi Discussion 

The closcd-toop GDL lost system will be designed for economic as well 
as technical considerations. The 1-Mw system flowrate should bo scaled Into 
the range of a 1/20 to 1/10 scale model to fit existing eompononls. The nozzle 
and diffuser pressure ratios of the full-soale system should be retained. However, 
the cavity absolute pressure could be shifted If necessary to improve the How 
match of available components. The cavity temperature can be .reduced initially 
to approximately 1200°K to simplify the matcrlal/structural requirements and 
to reduce component expense. 

Component test rigs and facility support equipment are available at FRDC 
that could be combined to provide two-thirds of the major components of the 
closed-loop test system, as presented in the following paragraphs. However, 
no single test stand currently exists that contains a combination of these com- 
ponents. Thus, a relatively extensive effort is required to combine this equip- 
ment into a single facility. The closed-loop GDL contains six major components: 

1. Cavity/Nozzle/Manifold 

2. Diffuser 

3. Recuperator 

4. Heal Sink Heat Exchanger 

5. Compressor 

C). Heat Source Heat Exchanger. 

Equipment is currently available that could be used for four of these components. 

Preferably, the cavity/nozzle/manifold would be of the design selected 
specifically for this application. However, preliminary testing could be started 
with an existing structural test rig known as the STR 1 with Mod (1 nozzles. This 
rig contains a single distribution manifold configuration and individual nozzle 
plates clamped together to provide a 20:1 nozzle area ratio. The support structure 
would be limited to approximately 30 sec runs at 1200'’K and 1.03 MN/m^ (150 psia) 
nozzle inlet conditions. This CNM would be used in the closed loop for preliminary 
tests to evaluate the diffuser starting characteristics and the lasing fluid stability. 
Fluid stability would bo evaluated by conducting successive tests with the same 
fluid to evaluate the effect of longer run times. It would be preferable to replace 
this component relatively early in the test program with a CNM of the selected 
design. 

The diffuser system should be the specific configuration that evolves from 
the diffuser demonstration program to permit the system performance and 
starting characteristics to be investigated. Thus, no existing diffuser is recom- 
mended for this component; but rather the closed-loop investigation would be 
phased to follow Tasks I and H of the diffuser development program so that the 
final diffuser evaluation would be performed as a part of the closed-loop testing. 



The recuperator function could initially be performed with an (’xistinR 
heat exchanger connected in a reverse flow configuration. A heat exelmnger 
is avallal)lc manufactureci of stainless steel (AiSi H47) and containing 2000 tulies, 
:M ft long of 1/1 in. dimneter. Material temperatures would be limited to approxi- 
mately 1115”K (Ki00"l<’) which is consistent with a cavity temperature of approxi- 
mately 1200”K. Later in this program, when it is desiral)le to go to higher tem- 
peratures, a recuperator fabricated to the configuration that evolves from the 
recuperator development program would be substituted for this comiK)nent. 

The heat sink eould be provided by another existing stainless steel heat 
exchanger similar to that utilized for the recuperator. Water would be used 
in the outer jacket of this heat exchanger to dispose of tlie waste heat. 

1 be compressor for the test loop could be either of two existing centrifugal 
compressor rip. The Small Turbine Advanced Gas Generator (STAGG) compressor 
rig would provide a flowrate of approximately 5 Ib/sec, the flowrate required for 
a 1/20 scale system. The ST9 compressor rig provides a How of approximately 
L5 Ib/pc, part of which could be bypassed to provide a 1/10 scale system and 
to avoid compressor stall. However, prior to selecting either of those com- 
pressors, the economics of using a commercially available compressor and drive 
system should be considered as part of the system design study. The expense 
of setting up cither one of these experimental compressor rigs and a drive system 
may exceed the cost of an "off-the-shelf" unit that would efficiently perform this 
function. 


The heat source heat exchanger requirement is not easily provided by 
adapting existing hardware. This component function for the closed-loop test bed 
can be provided by an electrical resistance heated Inconel tube bank. This type 
of heater is a relatively simple device that is well within current state-of-the-art 
technolo^ and would not involve development or a major expense. The tube bank 
heater will consume 150 to 300 kw of electrical power for a 1/20 to 1/10 scale 
syt'-em. Later in the program, when it is desirable to evaluate a scaled prototype 
heat source heat exchanger, the resistance heater could be replaced. 

It is estimated that the cost to establish a scaled test loop facility and to 
conduct the initial closed-loop test program would be approximately $3 million 
over a 3-year period. 


Diffuser Development 

The variable-geometry GDL diffuser is a significant step forward from 
the present day fixed geometry diffusers. The high-pressure recovery goal 
of this diffuser will require active boundary layer control with the l)oundary 
layer energized by injected flow. The supersonic diffuser performance is dom- 
inated and limited by the ability of the boundary layers to negotiate adverse 
pressure gradients. Diffuser development normally must use an empirical 
approach, because the analytical prediction of the boundarv layer idiaracteristics 
is not reliable near the conditions of separation. 

The supersonic diffuser for this closed-loop system should l)c model tested 
and developed to assure an acceptable performance' levt'l. Tlie largr-st pi-essure 
loss in the laser system loop occurs in the diffuser; thus this component has 
the most significant influence on the compri'ssor horsepower rc(|ui rement. 
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The closetl-cycle, hl^h- recovery, varlaljle-geonielry diffuser will recjulre 
development to aehleve an acceptable compromise bolwcum the nuichanical and 
aerodynamic requirements to provide; 

• Acceptable pressure recovery 

• Rapid transition 

• lligh-temporature operation 

• No fluid leakage. 

Diffuser pressure recovery is enhanced with boundary layer control to 
inhibit flow separation of the low momentum fluid at the diffuser walls. Scaled 
tests of the diffuser boundary layer control concept should be performed to 
optimize the energizing fluid blowing parameters and minimize injection flowrate, 
determine boundary layer Injectioalocatlon(s), evaluate stability of the boundary 
layer control .concept, and establish the diffuser recovery factor. 

The diffuser must be capable of. providing a rapid transition during the 
start cycle that minimizes the time required to "swallow" the starting shock 
wave and to establish the steady-state flow field. The start cycle is initiated- 
with the lasing loop evacuated so that the pressure ratio of approximately 18 
across the nozzle/cavity /diffuser can be established at an upstream absolute 
pressure level less than the steady-state design pressure. After the star'ting 
shock wave is swallowed, the diffuser bypass doors must be closed before the 
backpressure increases sufficiently to "unstart" the diffuser. This flow transient 
must be completed in less than 1 sec. The reaching of thermal equilibrium and 
the stabilization of the absolute pressure level can be achieved at a much slower 
rate. 


The high-temperature operational environment of the diffuser imposes 
severe structural design problems. The structure has relatively largo flat 
plate surfaces and mating bypass doors that must be restrained to close dimen- 
sional accuracy in the presence of both pressure and thermal loading. 

A three-Task diffuser demonstration is recommended. (See figure 91.) 

It is estimated that the cost lo perform the first two Tasks of this program would 
be approximately $1.2 million, including engineering, hardware, facilities, 
and tests. The cost to conduct Task 111 is included in the program to investigate 
the scaled closed-loop GDI. system. 


Task 1 - Basic Flow Rig I’aramelric Evaluation 

The goal of tins tusk is to develop boundary layer control and geometry 
variation techniques to achieve the diffuser pressure r(>eovery lev('ls rc'quirc'd 
for the closed-loop system. 


Subseale (told flow tests will be planned and conducted lo evaluate apijroxi- 
maU'ly nine diffuser l)otmdary layer control configurations that vary control fluid 
blowing parjuiieters and injection location. A range ot blowing paranu'lers 
shall be studied by varying IkiUi injection geometry and flowrate. 'I’he test 
shall be designed to monitor the diffuser recovery factor and stability. The 
diffuser configuration that provides an optimized svsleiii performance as a 
function of recovery factor, control fluid flowrate, and stalnlity shall be selected 
for evaluation in the following Task. 
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Subscale Model Test 
Start Transient 
Evaluate 

Transient Characteristic 
Demonstrate Control 
Stability and Repeatability 
Recovery Factor 


Task III 


Closed- Loop Test 

Demonstrate 
Start Characteristic 
Recovery Factor 
Stability 


Figure 91. Diffuser Devolopnicnt Program 
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Tnuk II - Scalo Diffuser Kvalunlloii 

The Ro«l of this Task is to rienionstraie Ihe tUffuser conflsuralUiH developed 
under Task I in hoi flow tests. 

A diffuser shall be designed and falnTeated that contains the selected 
boundary layer control configuration and a starting bypass door configuration 
compatible with the closed-loop system, iiot tests of this diffuser system will 
be conducted to investigate its transient characteristics. An open-loop lest 
facility will be used which provides a diffuser discharge pressure that simulates 
the pressure characteristics of the cloSed-loop start transient. The lest program 
shall bc_conducled to develop, and/or demcnslralc; 

1. That a system, sequence, and valve schedule has been 
established that will provide diffuser control 

2. That the diffuser transient response rate and bypass door 
cycle are compatible with the system response 

3. That the diffuser system can achieve repeatable and stable 
opei'ation 

4. That the diffuser provides the steady-state recovery factor 

required for a closed-loop system. 

Task 111 - Scaled Diffuser Closed-Loop Evaluation 

The goal of this Task is to demonstrate the operation of the diffuser In 
the closed-loop GDL device. 

The diffuser developed in Task 11 shall be installed in the closed-loop laser 
test bed. Tests shall be conducted to demonstrate that the system can be started 
and steady-state operation established without inducing compressor stall. The 
diffuser stability and steady-state recovery factor shall be evaluated. 

Heat Exchanger and Recuperator Development 

The closed-loop system investigated in this study is very dependent on 
efficient energy transfer via heat exchangers. In fact, heat exchangers comprise 
three key components of this system, performing vital functions in the heat 
source, heal rejection, and recuperator. These components have a significant 
inlluence on the system performance and represent Iwo-thirris of the laser loop 
weight for Ihe 1-lVlw system. Analysis of compact heat exchanger configurations 
Indicates that llie retuiperator weight could be reduced by nearly a iactor ol seven 
with a fin and plate geometry that exceeds current manufacturing technology. 

An advanceimmt of tliis magnitude in compact heal exchanger design would reduce 
the weight (without di'gradation of performance) ol the system to witliin llie space 
shuttle payload limit. The attainment of this weight goal has the obvious lulvanlage 
of system prcassembly and transportation to orbit via a single space shutlK^ 
night. 
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The Roal-of the heat exchange r/reeuporator dcvclopmcmt program Is to 
InvcaUgate tv.lvanco compact heat exchanger core concepts, determine material 
compatibility with lasing fluid environmental conditions, select core material, 
select protective coating if required, and conduct an evaluation of a sealed 
prototype neat exchanger. This evaluation shall provide data to indicate heat 
transfer and pressure loss characteristics, physical geometry-, weights, and 
overall component Integrity. 

Approach 

A technology development program is recommended for the heat transfer 
components. This program is designed to advance the technology of compact 
heat exchanger concepts and to evaluate the most promising concept in a scaled 
prototype model evaluation. 

This program is oriented primarily for the development of the recuperator 
since this component has the largest potential for weight reduction; however, 
the concepts developed for the recuperator would also be applicable to the other 
heat exchangers in the system. 

To improve performance, the trend in compact heat exchanger designs 
has been to increase the ratio of Internal surface area per unit of heat ex- 
changer volume. For example, the recuperator in this study would have a 
weight reduction from 25,583 to 3,88.5 kg (5(i,400 to 8,5(50 Ibm) if the core 
configuration utilized a 0.005 cm (0.002 in.) fin thickness on a 0.05 cm (0.020 in.) 
fin spacing. However, a core geometry this small exceeds current state-of-the- 
art manufacturing practice. (Refer to figure 92, B value ss 1350 from Reference 12.) 
In addition, the recuperator core maximum temperature will approach 1478°K 
(2200”F) in the lasing fluid environment with a 0. '59 MN/m2 (loO psia) differential 
pressure. This enviromiicnt imposes severe restraints on the material selection. 

A three— Task program is planned to evaluate the rccuperator/heat exchangei 
technology. (See figure 93.) 

Task 1 - Material Selection 

The goal of this task is to select a minimum of two candidate recuperator 
core materials for further evaluation in Task II. 

Candidate core materials will be evaluated to determine their compatibility 
wUh the lasing fluid at the core operating temperatures. Candidate core materials 
evaluated should include (but not be limited to) coliuiibium, TD nickel, TD nickel 
chrome, and TI) NICRALOY. The evaluation will determine thin specimen sus- 
ceptibility to nitrogen embrittlement, oxidation, and corrosion. In the event of 
material degradation in this environment, protective material coatings will l)c 
evaluated by similar tests of coated specimens. Material coating techniques 
will be limited to those concepts that can be applied to the recuperator core 
configuration. For example, most slurry coating application techniques are not 
compatll)le with the small passages and sharp radii encountered in the fin con- 
figuration of compact heat exchangers, although gas passivation and fluid appli- 
cation techniques can be compatible. 
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The cjmdhiule matoriiils, with and without ooatings, - Ik- ranla-d rt-laiivc- 
lo their abilily to withstand degradation in operalional (-nvironn.eai exposure l(-sts 
1 he criteria for defininf,- material degradation will i)e hasi-d on melallurmeal 
examination, loss of W(-ight, and stress rupture life. 

Task li - Ueeuperator Ck)re Development and Sul)stan(iation 


*^he goal of this task is to screen several candidate recuperator core 
configurations and to select the best configuration for this application based on 
perlormance, weight, size, and integrity. 


Basically, the recuperator core consists of the conventional plate and fin 
configuration. This geometry consists of a matrix of plates that form inter- 
mittent layers separating two fluids. The surface area of each plate is effectively 
extended by a fin consisting of a thia sheet folded parallel to the flow direction 
and attached to adjacent plates. iSee figure 94a.) A compact heat exchanger 
mcorporates a heat-transfer surface having a high area density per unit of volume. 
Core compactness can be increased by reducing fin thickness and spacing until a 
fabrication or strength limitation is approached. Thus, the core compactness 
ot this conventional core configuration should be experimentally evaluated con- 
sidering the material restriction defined in Task I. 


Advancements in core compactness should also be investigated. The trend 
to advance compactness by increased area density per unit volume suggests that 
tne next generation in recuperator core technology may be possible by replacing 
the folded fin concept with a porous metal matrix bonded between the plates. 

(See figure 94b.) Candidate metal matrices are feltmetal, woven meshes 
sintered power metal, and sintered metal chips. The manufacture of these 
matrices can be varied to control porosity, Reference 13. 

The design and fabrication feasibility study would perform the following 
recuperator core configuration investigation. 

(1) Baseline Evaluation 


losing the best two materials selected in Task I, conduct design 
and experimental fabrication studies to determine the minimum core geometry 
practical for the conventional plate and fin configuration. Construct core speci- 
mens and demonstrate, by way of heat transfer tests, the core thermal effective- 
ness, pressure loss coefficient, and physical characteristics of the core. 

(2) Advanced Concept Evaluation 

Design and fabricate core configurations using porous metal matrices 
of approximately (! to 12 configurations that in theory offer potential advancement 
in core compactness and performance. Subject core specimens of each con- 
guratlon to identical heat transfer tests conducted on the conventional core, as 
descrlbetUn previous paragraph. 
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(3) Concept Correlation 

Correlate merits of baseline and ativance core specimens based on 
thermal effectiveness, pressure loss, compactness, weight, volume, and 
structural integrity. Hecommend a concept most compatible with laser system 
requirements for scaled prototype evaluation. 

Task III - Scaled Prototype Recuperator 

The goal of tlUs task is to design, fabricate, and test a scaled recuperator 
using the core configuration selected in the preceding task... 

Based on a scale factor selected for the closed-loop cycle GDL investiga- 
tion, the design of a prototype recuperator will be performed. The design 
performance parameters for the recuperator will be defined from the design 
table established for the scaled closed-loop GDL system. The design will use 
the same core thermal effectiveness, pressure loss coefficient, material, con- 
figuration, and manufacturing technique that would be utilized for full-scale 
prototype manufacture. Thus, the core flow area is scaled without scaling 
the core configuration or altering the heat transfer and fluid transport char- 
acteristics. 

The recuperator will be manufactured and tested as a component of the 
scaled closed-loop GDL test unit. Data will be taken to determine thermal 
effectiveness, pressure loss coefficient, and transient thermal response. 

It is estimated that the cost to perform this three-Task program w'ould 
be approximately $(>00,000. This estimate is based on performing the Task III 
design of the scaled prototype recuperator in this recuperator development 
program. The expense of the fabrication and testing of the recuperator is included 
in the program to investigate the scaled closed-loop GDL system. 

Cavity Optics 

A cavity optics system could be designed based on present state-of-the-art 
technology but would be heavy, complex, and of questionable (lural)ility in a space 
environment. To improve the optics system significantly, several areas of 
technology development are required, including (1) mirror substrate, (2) optical 
coating, (3) alignment system, and (4) thermal control systenu Suggested 
programs to develop and demonstrate technology in the areas mentioned above 
are given in the following paragraphs. 

Mirror Substrate 

Lighter w'cight, optically stable material development for mirrors will 
relax alignment system and thermal control system rcciuirements. Technology 
development in this area is currently in progress under both independently 
funded and Government-funded programs. The emphasis of such a program 
based on the closed-cavity GDL requirements would be placed on manufacturing 
integral alignment and thermal control elements. Material such as SiC and 
graphite-epoxy composite are attractive candidates because of their high stiffness 
(for optical stability) and lightweight characteristics. 
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A lochnolony oonfi rnial ion pi'ot?rum for miri-or Hul)slru((‘.s would consist 


1. CandUlato Material Ucview 

2. Optimum Material Selection 

.‘1. Manufacturing Technology i)evelopmcnt and Domonsti ation 
4. Performance Testing 

a. Optical Finishing (Quality 

b. Thermally Induced Distortion 

c. Long-Term Structural Stability 

d. Environmental Durability. 


Optical Coatings 

Existing optical coatings have exhibited high reilectivities in the range of 
99.8*/,’ under moderate flux levels. It is anticipated that current technology efforts 
will improve reflectivity to above 99. 8^^ and will result in development of a 
coating suitable for high flux level operation. The emphasis for the closed-cycle 
GDL technology confirmation program would be to evaluate candidate coatings 
for durability when exposed to long-term storage in a space environment. Although 
coating reflectivity will reach such a level that active cooling during operation 
would appear unnecessary, the slightest defect (either inherent or externally 
inflicted) will result in increased absorption and local heating. It is imperative 
that any such local heating be accommodated l)y the thermal control system to 
prevent progressive destruction of the mirror. Design performance of the 
thermal control system is consc<iuently set by this reciuirement. 

Testing of candidate optical coatings would include: 

1. Reflectivity (gross) 

2. Scatter 

2. Flux Level Tolerance 

4. Thermal Cycle Durability 

5. Abration Resistance 

(). Degradation Duo to Space Vacuum 

7. Environmental Temperature Limits 

8. Compatibility With Substrate. 

Aligmnent System 

The mirror alignment system is based on sensing the spatial error between 
points on the mirror and a reference surface. I’rescnt technology development 
effort towards deformable mirrors (COAT system) should provide sufficient 
technology fallout to design adequate actuator and electronic signal prota'ssing 
components. Error sensing and structural design demonstrations are rer|uii*ed. 

A breadboard design should be ade(|uate for experimental technology eonfi nnaf ion. 


I 



Th(> Jilignnienf .system flevolopment program would consist of the followirtg 

tasks: 

1. Idtorature search for candidate optical waveguides, photo 

sensors, optical transponders, electronics, etc. 

2. Selection of components to be tested in a brcjuiboard system 

2. Hardware design of a breadboard system 

4. Procurement of components 

T). Assembly 

(). Testing. 

Design and testing of the breadboard system is envisioned to consist of 
driving an optical transponder to simulate the vibration and structural dis- 
placements of the laser cavity. A subscale alignment system bench supported 
by piezoelectric actuators would follow the perturbations of the transponder based 
on electronic processing of the spatial error signal generated by optical sensors 
attached to the bench. Similar optical components would link a second transponder 
to the system i)ench to simulate a mirror. This second transponder would be 
actively positioned by its own actuator, and its ability to follow the perturbations 
of the initial transponder would l)c assessed. 

Knvironmental and life cycle tests of all candidate components would be 
incl uded. 

Thermal ('onditioning System 

The development of a solid-state thermal conditioning system for the 
mirrors will recjuire improved flux level capability for thermoelectric elements. 
An investigation of various material combinations for conductor junctions should 
result in improved performance. The greatest gains are anticipated by develop- 
ment of a coml)ination of heat pipe and thermoelectric techniques. The heat pipe 
has the capal)ility to receive high flux levels over a small area and to distribute 
it at a low llux level over a large area. 

Technology development would proceed as follows: 

1. Conceptual Design Study 

2. Experimental Design, Construction, and Testing of Samples 

:i. Prototype Mirror Design and Construction 

4. I’rototype Mirror Testing: 

a. Klux Capability 

b. Cyclic and Storage Life 

c. Environmental Durability. 
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DlSCl'SSION OF RESULTS 


The Task I pai’ametric optimization Involved the use of generalized mathe- 
matical models of components to determine the effect of their design parameters 
on the overall GDIj system performance. The primary goal of Task I was to 
select an efficient thermodynamic cycle with acceptable physical characteristics 
based on a first approximation of component weight and size. In Task n, an 
extensive physical evaluation of the selected thermodynamic cycle was performed 
to more accurately assess component weight, size, and configuration. Refine- 
ment to the thermodynamic cycle analysis to reflect the additional definition 
provided by the Task II conceptual design is normally accomplished during a sub- 
sequent Preliminary Design task. Although the scope of this program did not 
include a Preliminary Design, some of the results from the conceptual design 
impacted the selected cycle and are discussed in the following paragraphs. 

The compressor characterization used in the Task I parametric optimization 
was originally established for a high temperature, uncooled, ceramic design with 
an efficiency level of 85°/ . The selection of the recuperator cycle with its low 
compressor temperature requirements eliminated the need for this advanced 
technology design. Instead, an uncooled, metallic, state-of-the-art compressor 
was used, which resulted in a compressor design with an efficiency level of 
approximately 909<'. However, the use of air bearings in this design resulted in 
a 5^i flow recirculation with a corresponding horsepower penalty of 5^. 

The recuperator characterization used in the Task I parametric optimization 
had equal flow areas on the hot and cold sides. This resulted in a very low Mach 
number and pressure loss for the cold side. Results from Task II indicated that 
this type of design produced a large and heavy recuperator, which dominated the 
complete laser loop system weight, causing it to exceed the Space Shuttle capacity. 
A recuperator design with equal Mach numbers into the hot and cold sides results 
in a smaller package, but a larger pressure loss with Increased compressor 
horsepower requirements. 

The revised compressor efficiency and redesigned recuperator were incor- 
porated into the system model to determine the net effect on the total system.. 

A comparison between the revised cycle and the one from Task I is presented 
in table XXIII, with the impact on the 5 and 10 mw loop weights also shown. 

The redesigned recuperator is approximately 399/ smaller and lighter, 
resulting in a total laser loop weight reduction of approximately 209/. This is 
not enough to allow the entire closed-loop, fully charged and assembled, to be 
transported into orbit in one Space Shuttle trip; however, use of a more light- 
weight, closely spaced, plate-fin configuration, as described in the Task II 
conceptual design, might make this possible. 

The effect of the increased compressor efficiency is more than offset by 
the air bearing and the increased recuperator pressure losses. The result is 
an increase in compressor horsepower requirements of 39/. 

The increased power requirement and the decreased laser loop weight 
combined to result 'n total system weight decrease of less than O.f//. 
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Table XXIII, Comparison of Baseline Recuperator Cycle 
With Jlevlsed Task II Cycle 



Baseline Recuperator 
Cycle From Task 1 

Revised Recuperator 
Cycle With Task H 
Results 

Compressor Efficiency, % 

0.852 

0.908 

Recuperator Total AP, ^ 

5.9 

9.8 

Recuperator Weight, kg.(lbj^) 

25,583 (56,400) 

15,717 (34,650) 

Recuperator Volume, m^ (ft^) 

11..3 (400) 

6.9 (245) 

Compressor Horsepower, kw (hp) 

8,800 (11,801) 

9,053 (12,140) 

Laser Loop Weight, kg (Ib^j^) 

48,534 (107,000) 

38,669 (85,250) 

Total System Weight, kg (Ibj^) 

317,515 (700,000) 

316,154 (697,000) 

5 mw Laser Weight, kg (Ibm) 

233,759 (515,350) 

186,100 (410,850) 

10 mw Laser Weight, kg (Ibjn) 

538,065 (1,186,230) 

428,700 (946,070) 


CONCLUSIONS AND RECOMMENDATIONS 

Based on the results of the closed-cycle GDL study, the following con- 
clusions have been reached: 

! 

1. The closed-cycle GDL concept that Incorporates a recuperator j 

and supplemental heat source results In the smallest and 1 

lightest overall system, when the prime mover and heat sink | 

are considered, and Is, therefore, the most attractive for both j 

the space and airborne ^plications. | 

2. Because the compressor power source and space radiator are j 

the dominant factors In the overall system weight and volume, ’ 

any improvements in component or system performance that 

reduce compressor horsepower or heat sink requirements 
will pay large dividends. 

1 

3. The space application will require multiple space shuttle 
flights and assembly In space. The airborne system, using 

the closed cycle developed in this study, will be limited to i 

less than the 2 megawatt power level with the C-5A as a carrier. 

However, alternate approaches, such as the following, might 

be considered to improve system power: j 

a. In the recuperator closed-cycle GDL system, 85^; of | 

the loop weight is contained In the diffuser and heat ] 

transfer components. Significant weight reductions i 

should be possible by advancing heat exchanger tcch- i 

nology and investigating a lighter weight diffuser 
structure. 
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b. The complete airborne system, Including a well de- 
fined prime mover, should be optimized by varying 
the degree of recuperation, to arrive at a minimum 
system weight and volume. 

c. The open-loop multistage blreactant (ue., only two 
reactants, N 2 O and a hydrocarbon fuel, are used) GDL 
should be considered. The high specific power obtained 
with this concept may mal<e it an attractive alternative. 

Conclusions 

To permit a more in-depth evaluation of the closed-cycle GDL as a candidate 
for the NASA power transmission applications, the following efforts are recom- 
mended; 

1. Initiate the diffuser technology development and closed-cycle 
demonstration programs outlined in the Technology Confirma- 
tion section. 

2. Investigate through more-detailed studies the alternate 
approaches for the airborne system discussed above. 


DEFINITION OF SYMBOLS 


Area, cm^, (In?, ft^) 

Beam radius, cm (In.) 

2 2 

Frontal area, m (ft ) 

Beam diameter, cm (In, ) 
Cavlty/nozzle/manlfold 
Diameter, cm (In.) 

Diameter, cm (In. , ft) 

Dimensional 
Geometric coupling 
Height, cm (ft) 

Horsepower or power, kw (hp) 

Specific power, kw/kg/s (kw/lfaj^/sec) 
Length, cm, m (In. , ft) 

Mach number 
Magnification 
Speed, rad/s (rpm) 

Nondimensional far-field radius 
Nozzle exit plane 
Power, Mw, kw (hp) 

Pressure, MN/M2 (psi) 

Pressure ratio 

Heat flowrate, kw (Btu/sec) 

Range, (m) 

Radius, cm (in.) 

Temperature, ®K (°R) 

Unstable oscillator 
Volume, m^ (ft^) 

Weight, kg (Ib^) 

Flowrate, kg/s (Ib^^^/sec) 

Gas composition mole ratio 
Differential Increment 
Total pressure ratio to standard sea level 
Nozzle area ratio 







Subscripts 

V Kfflciency 

0 Temperature ratio to standard sea level 

\ Wavelength 

13 Beam 

c Cavity 

c Compressor 

eff Effective 

HS. Heat source 

US Heat sink 

1 Inside 

0 Outside 

ps Power source 

surf Surface 

T Total 

t Throat 

1 Inlet 

2 Exit 
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